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SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

I.D. No. 2901571 - Hope MineRanchers. Exfl!.qraj:.i.on..S..Dev9.1opmen.t; .qorpprat.i.pn f
(Name)

Mine T
j Typed February 27, 197^ 

FebniEiry \k, U)7R
(Date of Inspection)

. U ran .i.urn...................
(Classification of Mine)

.. .HcKl.nley...............
(County in which located) '

Garth .Logsdon^ .Mine Superi.ntender)t
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted

GENERAL INFORMATION 

Data of previous inspection; October ,26,27, 1977

The operation Is located In Poison Canyon some 12 miles northvvest of Grants, NM,
The operation is avned and operated by Ranchers Exploration and Development 
Corporation. The above named operation was formerly operated by Kop«Ran 
Development Corporation.

Epiployment:
Total 33
Underground 2S
Surface k

Viork Schedule;
Hours per day 8
Snifts per day 3
Days per’week .5

f ' , ^

Lost-time injuries In 1977t one 

Flrst-ald training to date; 60^

Company Officials;
Paul Matthev/s, General Manager 

__Tim Hurley. Engineer _ ________
Garth Logsdon,Mine Superintendent 

Type of operation; modified room and pillar

Fire drill; December l^f, 1977 

Lost-time injuries in 1978: none

Mine telephone; 287-7012

Inspection Party; Ranchers Exploration and Development Corporation
Garth Logsdon, Mine SuperJiotendent

State of New Mexico
Lorenzo Martinez, Deputy Inspector of Mines

JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



I.D. No. 2901571 - Hope Mine
Ranchers Exploration & Development Corp,

February 14, 1978 
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GENERAL HEALTH AND SAFETY

Stretchers, blankets and first-aid kits are available.

Employees are equipped with safety glasses and ear protection.

A fully equipped ambulance Is kept at the mine site.

Escape routes are marked.

HOIST

Safety dogs on cage were tested, checked and found to be in good working condition. 
Safety devices on the hoist were tested and checked and found to be In good 
working condition. EJoth ropes (cables) were changed 10-22-77. Physical 
fitness records are up to date,

EXPLOSIVES MAGAZINES
The surface explosive magazines are posted and grounded, Tlie explosive magazine 
was set on blocks during the last inspection. Someone has used a cutting 
torch and removed the undercarriage from the magazine',

VENTILATION

Air readings were taken throughout the mine and the results are as follow:

400 drift - some 7,000 c.f.m.
409 drift - some 8,000 c.f.m.
501 drift - some 8,000 c.f.m.
600 drift - some 7»000 c.f.m.
319 stope - some 10,000;cc.f.m,
204 stope - some 9,000 c.f.m.

DIESELS

Diesel units were checked for CO, MO2 and exhaust temperatures, the results are 
as follow:

No. 1 Harvis loader; CO - 5 PPM; NO2 - 2 PPM; temperature - 120° F. 
No. 1 Elmco loader; CO - 8 PPM; NO2 - 2 PPM; temperature - 120° F.
No, 1 truck; CO - 5 PPM; N02 - 1 PPM; temperature - 115° F.
No, 2 truck; CO - 5 PPM; NO2 - 3 PPM; temperature - 110° F.

ABATEMENT OF NOTICES ISSUED 10-27-77

Notice No. 7, SIM Rule No. 75-2(c); (57.12-32M) Abated 2-14-78.

Notice No. 8, Section 63-21-1, NMSA; (57.H-50M) Abated 2-14-78.

Notice No. 9, SIM Rule No. 71-l(c); (57.12-18M) Abated 2-14-78.

Notice No. 10, Section 63-23-6, NMSA; (57.3-22M) Abated 2-14-78.



1.0. No. 2901571 “ Hope Mine
Kanchers Exploration & Development Corp.

February 1^^, 197^ 
Page 3

ORDERS ISSUED 2-1 if-78

Order No. 1, Section 63"28-&, NMSA; Additional ground support shall be provided 
in 400 drift (Cease Order Issued). (57.3“22M) Abate by 2-I7-78.

Order No. 2, Section 63-28-6, NMSA: Additional ground support shall be provided
in 409 and 412 Intersection (Cease Order Issued). (57.3-22M) Abate by 2-17"78.

Order No. 3, Section 63"28-6, NMSA: Additional ground support shall be provided
in 501 south drift (Cease Order Issued). (57.3-22M) Abate by 2-17“78.

Order No. 4, Section 63”28-6, NMSA: Additional ground support shall be provided
in 602 rfest drift (Cease Order Issued). (57.3-22M) Abate by 2-17-78.

NOTICES ISSUED 2-14-73

Notice No. 1, SIM Rule No. 74-4(c): A self-rescue shall be provided for employee
worKing In 204 drift. (57.15-30M) Abated 2-14-78.

Notice No. 2, Section 63-28-I7, NMSA: Employee shall be provided With safety
glasses in 500 drift. (57.15-4M) Abated 2-14-78.

Notice No. 3, Section 63-20-6, NMSA: Long hair on employee working in 501
drift shall be contained. Abated 2-14-78.

Notice No. 4, SIh Rule No. 71“1(c); All electrical boxes shall be labeled 
underground and surface. (57.12-18M) Abate by 2-17-78.

Notice No. 5. SIM Rule N6. 71-l(c): Blasting line shall be rehung and Insulated
in 400 drift. (57.6-122M) Abate by 2-17~73.

Notice No. 6, Section 63-23-6, NMSA: Additional ground support shall iie provided
in 319 pillar area. (57.3-22M) Abate by 2-17-78.

Notice No. 7, SIM Rule No, 7l-3(c): A fire extinguisher shall be provided on
No. 1 truck. (57.4-23M) /^bate by 2-17-73.

Tne inspection and notices issued were discussed with Hr. Logsdon after the 
inspection.

ACICNOWLEDGEMENT

The courtesy and cooperation of Messrs, Logsdon and Magana and all employees 
contacted are hereby gratefully acknowledged.

Inspected and Reported by:
Lorenzo Martinez
Deputy Inspector of Mines Approvi

. JOE D LONG^RE SR
SUte Injpector\pfiMinc»



Form A

OflSce of State Mine Inspeaor
Office Telephone 842-3055 Residence 344-1129

505 Marquette, N.W. Room 1103 
Albuquerque, New Mexico 87501

ORDER

TO; S Uj

ADDRESS: /o’

Pursuant to New Mexico State Mine Laws, Section 63-4-5 (c) 
& 63-4-12, and regulations adopted by this office and under the 
authority co^eered by this office thereby — you are hereby or
dered to^-^^ase^AModify) (Correct) (Limit) all operations of

. /' -/yu 4// 2_

-J /A^ 5V-* I i- hr^

PL t
Mine for the reason /sjd, Z?? /■> / 6^ /'^o X

and such order will remain in effect U ■<'' / / y >5 c

Failure to comply with this order will result in prosecution for its 
violation.

/s/ JOE D. LONGACRE, SR.
State Mm^ Inspector

Jo ! cP
Date /V'/'

Deputy Mine Inspe<!t6r



JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
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SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

SAFETY & CHECKUP
REPORT OF INSPECTION

I.D. No. 2901571 - l-lope Mine
.Ranchers. Exploration .and Deyel.opijient. Corpora{i.iori"

(Name) ^
Mi ne

Typed November 10, 197/ 
j October 26,27, 1977

(Date of Inspection)

__.Urani.um....................
(Classification of Mine)

.........M.cKI.nl.ey
(County in which located)

Garth Logsdon, Mine..SuReri.n.tende.n]t
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made During this 
inspection the following was noted

GENERAL INFORiMATlON

Date of previous inspection: July 25,26, 1977

The operation is located in Poison Canyon some 12 miles northwest of Grants, NM.
Tlie operation is ov/ned and operated by Ranchers Exploration and Development 
Corporation. The above named operation was formerly operated by Kop-Ran Development 
Corporation.

Employment:
Total 32
Underground 28
Surface 4

Work Schedule:
Hours per day 8
Shifts per day 3
Days per week 5

Lost-time injuries to date: one

Mine telephone; ?87“7D12

Company Officials;
Paul Matthews, General Manager
Tim l^r^ey. Engineer
Garth Lodsdon, Mine Superintendent

Type of operation: modified room & pillar

Fire drill: May 26, 1977

First-aid training to date; ^0%

Inspection Party: Ranchers Exploration and Development Corporation
Garth Logsdon, Mine Superintendent 
Al Magana, Electrical Foreman

State of Mew Mexico
Earl Roney, Deputy Inspector of Mines

.JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



|;D. No. 2901571 - Hope Mine
Ranchers Exploration and Development Corporation

October 26,27, 1977 
Page 2

GENERAL HEALTH AND SAFETY

Stretchers, blankets and first-aid kits are available.

Employees are equipped with safety glasses and ear protection.

A fully equipped ambulance Is kept at the mine site.

Escape routes are marked.

HOIST

Safety dogs on cage were tested, checked and found to be in good working condition.
Safety devices on the hoist were tested and checked and found to be In good working 
condition. Both ropes (cables) were changed 10-22-77* Physical fitness records 
are up to date.

EXPLOSIVES MAGAZINES

The surface explosive magazines are posted and grounded. The explosive magazine was set on 
blocks during the last Inspection. Someone has used a cutting torch and removed 
the undercarriage from the magazine.

VENTILATION

In order to be in compliance with the State and Federal safety standards, the cubic 
feet of air per minute required for the diesel units being used underground are 
3,300. Each man shall be provided with an additional 500 c.f.m.

409 drift showed some 4,200 c.f.m,
500 drift showed some 8,500 c.f.m,

'322 drift showed some,16,300 c.f.m.

DIESEL UNITS
Elmco 911, No. 1 front-end loader; CO - 10 PPM; NO2 - 1 PPM; exhaust temperature - 110° F. 
Jarvis No, 1 front-end loader; CO - no trace; NO2 - no trace; exhaust temperature - 84o F. 
No. I truck, CO - 5 PPM; NO2 - 2 PPM; exfiaust temperature - 110° F.
No, 2 truck, CO - no trace;, NO2 “ no trace; exhaust temperature - 90° F,

GROUND SUPPORT

Rockbolts, wire rresh and stulls are being used for ground support. The company has 
begun pulling pillars and the stulls hold the limestone formation satisfactorily.

ABATEMENT OF ORDERS ISSUED 7“26-77

Order No. 1, Rule No. 3, Page 119; (57.6-47M) Abated 10-27-77.

Order No. 2, Rule No. 7, Page 124; Abated 10-27-77.



I.D. No. 2901571 - Hope Mine
Ranchers Exploration & Development Corporation

October 26,27, 19 
Page 3

ABATEMENT OF NOTICES ISSUED 7-26-77 

Notice No. 30, SIM Rule No. 71-1(c); (57.16-5M) Abated 10-27-77.

Notice No. 31, Section 63-28-I6, NMSA; (57.i4-1M) Abated 10-27-77.

Notice No. 32, Section 63-28-I6, NMSA; (57.14-lM) Abated 10-27-77.

Notice No. 33, SIM Rule No. 75-2(c); (57.12-J2M) Abated 10-27-77.

Notice No. 3^, Section 63-4-12, NMSA; (57.12-34M) Abated 10-27-77.

Notice No. 35, Section 63-28-9, NMSA; Abated 10-27-77.

Notice No. 38, SIM Rule No. 71-1(c); (57.19-45M) Abated 10-27-77. 

fiotice No. 37, Section 63-28-16, NMSA; (57.14-lfl) Abated 10-27-77..

Notice No. 38, SIM Rule No. 71-1(c); 157.4-4M) Abated 10-27-77.

Notice No. 39, Section 63-28-16, NMSA; (57.14-lM) Abated 10-27-77.

Notice No. 40, SIM Rule No. 74-3(c); (57.11-53M) Abated 10-27-77.

Notice No. 41, Section 63-27-9(b) , NMSA; (57.12-20M) Abated 10-27-77.

NOTICES ISSUED 10-27“77

Notice No. 1, SIM Rule No. 71-1 (C) : Secure oxygen cylnder in v/arehouse.
(57.16-5M) Abated 10-27-77.

Notice No. 2, SIM Rule No. 78-I (c): Remove dry v/eeds and wood from around oil
storage area. (57.4-50M) Abated 10-27-77.

Notice No. 3, SIM Rule No. 7b-l(cT: Remove dry weeds from the surface diesel
storage area. (57.4-50M) Abated 10-27-77.

Notice No. 4, SIH Rule No. 71-3(c) : Provide a fire extinguisher for the surface
diesel storage area. (57.4-23M) Abated 10-27-77.

Notice No. 5, SIM Rule No. 71-l(c); Adjust tool rest on 1-5 shop stationary 
grinder. (57.l4-8(b)M) Abated 10-27-77.

Notice No. 6, Section 63-23-9, NMSA: Extend fan bag in 500 drift to within 30 feet
of face. Abated 10-27-77.

Notice No. 7, SIM Rule Mo. 75-2(c): Provide a junction box cover on panel in
surface standby generator building. (57.12-32M) Abate by 10-31-77.

Notice No, 8, Section 63-21-1, MMSA: A test run of the emergency hoist facilities 
shall be done monthly and a log kept of tiie results. (57.11-50M) Aoate by 10-31-77.

Notice Mo. 9, SIM Rule No. 71-1(c): Label switchboxes on electric panel across from
the 1-5 fueling area. (57.12-IOm) Abate by 10-31-77.



I.D. No. 2901571 - Hope Mine
Ranchers Exploration and Development Corp. October 26,27, IS 

Page

Notice No, 10, Section 63“28“6, NMSA; Additional bolting shall be provided for 
410 S drift before advancing any further. (57.3-22M) Abate by 10--28-77.

The Inspection and notices issued were discussed with Mr. Logsdon after the 
inspection, ‘

' " ' ‘ ACKNOWLEDGMENT

The courtesy and cooperation of Messrs. Logsdon and Magana and all employees 
contacted are hereby gratefully acknowledged.

Inspected and Reported by: 
Earl Roney
Deputy inspector of Mines

Approved
)E D. LONGACRWS^
State Inspector of Mines



JOED.LONGACRE, SR. 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E., SUITE 106 
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SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

SAFETY & CHECKUP
REPORT OF INSPECTION

I.D. No. 2901571 ■ Hope Mine
. Ranchers. Exji 1 prat.i.on and , Dsye,1 ppiTient. Corpora tjpnf 

(Name)
Mi ne

Typed November 10, 197/ 
I October. 26,27.,. 19.77.

(Date of Inspectton)

. Uran.i.um...................
(Classification of Mine)

.......... HcKi.n.l.ey......
(County in which located)

Gar.th. .Logsdon,..Mi ne. .Super.i.nt.en.denl;. 
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted;

GENERAL INFORiMATION

Date of previous inspection: July 25,26, I977

The operation is located in Poison Canyon some 12 miles northwest of Grants, NM.
Tfie operation is owned and operated by Ranchers Exploration and Development 
Corporation. The above named operation was formerly operated by Kop-Ran Development 
Corporation.

Employment:
Total 32
Underground 28
Surface 4

Work Schedule:
Hours per day 8
Shifts per day 3
Days per week 5

Lost-time injuries to date: one

Mine telephone: ?.87"7012

Company Officials:
Paul Matthews, General Manager
Tim Hurley, Engineer
Garth Lodsdon, Mine Superintendent

Type of operation: modified room & pillar

Fire drill: Hay 26, 1977

First-aid training to date: 50Z

Inspection Party: Ranchers Exploration and Development Corporation
Garth Logsdon, Mine Superintendent 
A1 Magana, Electrical Foreman

State of Mew .Mexico
Earl Roney, Deputy Inspector of Mines

,JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



I.'D. No. 2901571 - Hope Mine
Ranchers Exploration and Development Corporation

October 26,27, 1977 
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GENERAL HEALTH AND SAFETY

Stretchers, blankets and first-aid kits are available.

Employees are equipped with safety glasses and ear protection.

A fully equipped ambulance Is kept at the mine site.

Escape routes are marked.

HOIST

Safety dogs on cage were tested, checked and found to be in good working condition.
Safety devices on the hoist were tested and checked and found to be In good working 
condition. Both ropes (cables) were changed 10-22-77. Physical fitness records 
are up to date.

EXPLOSIVES MAGAZINES

The surface explosive magazines are posted and grounded. The explosive magazine was set on 
blocks during the last Inspection. Someone has used a cutting torch and removed 
the undercarriage from the magazine.

VENTILATION

In order to be in compliance with the State and Federal safety standards, the cubic 
feet of air per minute required for the diesel units being used underground are 
3,300. Each man shall be provided with an additional 500 c.f.m.

409 drift showed some ^,200 c.f.m. 
500 drift showed some 8,500 c.f.m. 
322 drift showed some, 16,300 c.f.m.

DIESEL UNITS
Eimco 911, No. 1 front-end loader; CO - 10 PPM; NO2 - 1 PPM; exhaust temperature - 110° F. 
Jarvis No, 1 front-end loader; CO - no trace; NO2 - no trace; exhaust temperature - 84o F. 
No, 1 truck, CO - 5 PPM; NO2 - 2 PPM; exhaust temperature - 110° F.
No. 2 truck, CO - no trace;, NO2 “ no trace; exhaust temperature - 90° F.

GROUND SUPPORT

Rockbolts, wire mesh and stulls are being used for ground support. The company has 
begun pulling pillars and the stulls hold the limestone formation satisfactorily.

ABATEMENT OF ORDERS ISSUED 7-26-77

Order No. I, Rule No. 3, Page 119; (57.6-47M) Abated 10-27-77.

Order No. 2, Rule No. 7, Page ]2k; Abated l0-27“77.



r.D. No. 2901571 - Hope Mine
Ranchers Exploration S Development Corporation

October 26,27, 19 
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ABATEMENT OF NOTICES ISSUED 7-26-77 

Notice No. 30, SIM Rule No. 71-1(c); (57.16-5M) Abated 10-27-77.

Notice No. 31, Section 63-28-I6, NMSA; (57.i^-lM) Abated 10-27-77.

Notice No. 32, Section 63-23-16, NMSA; (57.11»-1H) Abated 10-27-77.

Notice No. 33, SIM Rule No. 75-2(c); (57.12-32M) Abated 10-27-77.

Notice No. 3^, Section 63-4-12, NMSA; (57.12-34M) Abated 10-27-77.

Notice No, 35, Section 63-28-9, NMSA; Abated 10-27-77.

Notice No. 36, SIM Rule No. 71-1(c); (57.19-45M) Abated 10-27-77. 

ilotice No, 37, Section 63-28-I6, NMSA; (57.14-IM) Abated 10-27-77*.

Notice No. 38, SIM Rule No. 71-1(c); 157.4-4M) Abated 10-27-77.

Notice No. 39, Section 63-28-16, NMSA; (57.14-IM) Abated 10-27-77.

Notice No. 40, SIM Rule Wo. 74-3(c); (57.H-53M) Abated 10-27-77.

Notice No. 41, Section 63-27-9(b) , NMSA; (57.12-20M) Abated 10-27-77.

NOTICES ISSUED 10-27-77

Notice No. 1, SIM Rule No. 71-1(C): Secure oxygen cylnder in warehouse.
(57.16-5M) Abated 10-27-77.

Notice No. 2, SIM Rule No. 76-l(c); Remove dry v/eeds and wood from around oil 
storage area. (57.4-50M) Abated 10-27-77.

Notice No. 3, SIM Rule No.’76-1 (c)': Remove dry weeds from the surface diesel
storage area, (57.4-50M) Abated 10-27-77.

Notice No, 4, SIH Rule No. 71-3(c): Provide a fire extinguisher for the surface
diesel storage area. (57.4-23M) Abated 10-27-77.

Notice No. 5, SIM Rule No. 71-1(c): Adjust tool rest on I-5 shop stationary
grinder. (57.l4-8(b)M) Abated 10-27-77.

Notice No. 6, Section 63-2B-9, NMSA: Extend fan bag in 500 drift to within 30 feet
of face. Abated 10-27-77.

Notice No. 7, SIM Rule No. 75-2(c): Provide a junction box cover on panel in
surface standby generator building. (57.12-32M) Abate by 10-31-77.

Notice Mo, 8, Section 63-21-1, NMSA: A test run of the emergency hoist facilities 
shall be done monthly and a log kept of the results. (57.11-50M) Abate by 10-31“77.

Notice No. 9, SIM Rule No. 71-1(c): Label switchboxes on electric panel across from
the 1-5 fueling area. (57.12-18H) Abate by 10-31-77.



l.D. No. 2901571 “ Nopa Mine 
Ranchers Exp. & Dev. Corp.
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Company No. 3; Manufactured by Eimco; Type of vehicle - loader; passenger load - 
one; Kind of engine - Deutz; Cylinders - three; Engine No. 56593^6; Model No, 
F3L912W; Serial No. 2008; Brake horsepov/er - 39; Type/ of scrubber - PTX; Equipped 
with horn, lights - front and rear, brakes - foot and parking, fire extinguisher; 
temperature - 130 F.; CO - 8 PPM; N02 - 2 PPM.

Issued Permit No, 570993.

ACKNOWLEDGEMENT

The courtesy and cooperation extended during this inspection are hereby gratefully 
acknov/1 edged.

Inspected and Reported by;
Lorenzo Martinez
Deputy Inspector of Mines
jmz

Approved:

JOE D. LONGA
State Inspector o incs
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UNITED STATES DEPARTMENT OF THE INTERIOR ,
MINING ENFORCEMENT AND SAFETY ADMINISTRATION £j'UL % 

Metal and Nonmetal Mine Health and Safety 
South Central District 

1100 Commerce Street 
Dallas, Texas 75202

Ranchers Exploration Development Corporation 
Hope Mine 
P.O. Box 6217
Albuquerque, New Mexico 87107

SUPPLEMENT To Inspection No. _U_
Date(s) of Inspection May 16. 1977

Inspector(s) Omer F? San-'racrpan

Identification No. 29-01571

Air samples collected during the above-referenced inspection 
indicate the air was of satisfactory quality at the times and 
places of sampling.



HIKE ID 29-015715-16-77TABLE 1 - ANALYSES OF AIR SAMPLES COLLECTED

COMPANY Rancher's ExplorationMINE/MILL Rope Mine STATE

SUBDISTRICT OFFICE Albuquerque, NM date REC'D 5-23-77O.Il. SauvageauCOLLECTED BY

DATE
AND
TIME

CARBON
DIOXIDE

CARBON
MONOXIDE

LOCATION IN MINE
METHANEOXYGEN

000314276 Exhaust Hole BoreG7-1352
9:50



JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107
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SAFETY & CHECKUP
REPORT OF INSPECTION

scd n H- m a 
R.a-t.-tKeuj s 
k-U-M^-er

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

I.D. No. 2901571 - Hope Mine
Ranchers Exp1orat Ion and Deye1opment Corpora11on ^ Mi ne

(Name)

Typed October 17t 1979 
1 October 10, 1979 ..
} (Date of Inspection)

U ran 1 urn
(Classification of Mine)

Me KI n 1 ey
(County in which located)

Tim Hurley, Mine Superintendent
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted

GENERAL INFORMATION

Date of previous inspection: July 10, 1979

The operation Is located In Poison Canyon some twelve miles northwest of Grants, New 
Mexico. The operation is owned and operated by Ranchers Exploration and Development 
Corporation. The above named operation was formerly operated by Kop-Ran Development 
Corporation.
Employment;

Total 15
Underground 13

“S TTr f ace 2 ~ ^

Work Schedule;
Hours per day 8
Shifts per day 1
'Days per week 5

Fire drill held July 5, 1979

Company Officials;
Paul Matthews, General Manager 
Tim Hurley, Mine Superintendent

Type of operation; rradified room and pillar 

Lost-time injuries to date: none

First-aid training to date: 65^

Inspection Party; Ranchers Exploration and Development Corporation 
, . Tim Hurley, Mine Supierintendent

State of New Mexico
‘ Charles b. Lunger, Deputy Inspector of Mines

GENERAL HEALTH AND SAFETY
Stretchers, blankets and first-aid kits are available. Employees are equipped with 
safety glasses and ear protection. A fully equipped ambulance is kept at the mine 
site. Escape routes are marked. ______

, JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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HOIST

Safety dogs on cage were tested, checked and found to be In good working order. 
Safety devices on the hoist were tested and checked and found to be In good working 
condition. Physical fitness records are up to date. Emergency hoist Is checked 
every month. Last time checked was September 13, 1979. New ropes (cables) 
were {stalled September 8, 1979, both sides.

EXPLOSIVES MAGAZINES

The surface explosive magazines were'posted and grounded. The explosive magazine 
was set on blocks during the last inspection. Someone has used a cutting torch 
and removed the undercarriage from the magazine. -

VENTILATION

Air readings were taken throughout the mine and the results are as follow:
801 haulage drift - some 6,000 c.f.m.
854 drift heading - some ^,000 c.f.m.

DIESEL
Diesel units were checked for CO, N02 and exhaust temperatures, the results are as 
follow:

Company No. 3 loader; CO - 7 PPM; N02 - 3 PPM; temperature - 120° F.
Company No. 1 loader; CO - 3 PPM; N02 - 1 PPM; temperature - 120° F.
Company No. 2 truck; CO - 3 PPM; N02 - 2 PPM; temperature - 125° F.
Company No. 3 truck; CO - trace; N02 - 1 PPM; temperature - 115° F.

ABATEMENT OF NOTICES ISSUED 7”10-79

Notice Mo. 3, Section 69-35-6, NMSA; (57.3-22H) Abated 10-10-79.

Notice No. h, SIM Rule No. 71-1(c); (57.9-5M) Abated 10-10-79.

Notice No. 5, SIM Rule Mo. 71-1(c); (57.9-5M) Abated 10-10-79.

Notice No. 6, Section 69-35-6, NMSA; (57.3-22M) Abated 10-10-79.

Notice No. 7, Section 69-34-5, NMSA; (57.11-12M) Abated 10-10-79.
'i

NOTICES ISSUED 10-10-79

Notice No. 1, SIM Rule Ho. 71~l(c): Rehang and Insulate blasting line in 500
drift. (57.6-122H) Abated 10-10-79.

Notice No. 2, Section 69-35-6, NMSA: Provide additional ground support 80I stope
before anymore work is. performed. (57.3-22M) Abate iby 10-12-79.

i ■'
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Notice No, 3f Section 69-35-6, NHSA: Provide additional ground support in 85^ and
856 drifts. (57.3-22M) Abate by 10-12-79.

Notice Mo. A, SIM Rule No, 71“l(c): Provide “No Smoking or Open Flame" signs at
oil storage on surface (fire hazard). (57.^-^M) Abate by 10-12-79.

The Inspection and notices issued were discussed with Mr, Hurley after the completion 
of the Inspection.

: ACKNOWLEDGEMENT .

The courtesy and cooperation of Mr, Tim Hurley and all employees are hereby 
gratefully acknowledged.

Inspected and Reported by: 
Charles D. Lunger 
Deputy Inspector of Mines Approved

JOE D. LONGA
State Inspector

CRE SR.
Mines



JOE D. LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

& CHECKUP
REPORT OF INSPECTION

I.D. - 5!ope Hino
Ranchers Exploration end Develoji^nt Corj^ratlofi ^

(Name)

Uraniwra McKinley
(Classification of Mine) (County in which located)

Typ«<J Ostooer 17» 1979 
i Octofear 10, 1379

(Date of Inspection)

Tlf9 Hurley, Hlne Superlntotfident
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted:

lf|f»0RMAT|QH

Date of pr^ivlotis inspection: July 10, 1979

Tf«i o^xiracion is locatoJ la Poison Canyon aoao miles oorthweBt of Grants,
Mexico. yporptlon la cfwoetl and bporaced by l^tichera Explorstloti ond Oewelopf-ajrtt 
Corpomtlon, Th© above namd oparatloji was foitiaarly operated by Kop-San Daveloptsmt 
Corporation.

Employeiant}
Total 13
Undo rti round 13

' Surface — ---------- 1-

COKspany Officials:
Paul Mattfievffi, Roriar^l Manager 
Tki Hurley, Hine Supnrlntendont

Work ScheduleItours par day B
Shifts p.sr day I
Days par imsic 3

nVe drill hsia duly 3, 1979

Typo of oparutlon: r,EKllfJod roon and pillar

Lost-Clau injur!as to dataj noiie 

Plrst**u!d training to date:

Inspection Party: Ranchers Exploration and Davalopiaant Corporation
tFsal^urley, Mina SMperln'toiv&nt

Stfitu of Hew Mexico
tiharles' iiL hunger, Deputy Inspector of Mines

GElSeRAt IlgALTll mm safety

Stretchers, hlnnKots and first-sild kits or© available. Employaea arc equipped with 
safety glasses and ear protection. A fully equipixad atabulanca is Kept at the mine 
site. Escape routes are isarked.

.JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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HOIST

Safety doga on cage t<»ro tested, cnccked and fotmd to be In <)ood v<rorkins order. 
Safety devices cm the hoist were tested and chocked and foimd to be In pood v;orklnQ 
condition. Physical fittwass records aro up to date. Ea»rseney hoist is checked 
oitory r«s;ith. Last tlito checked was Septefqber 15# 1979* H©w ropes (cables) 
s/®ro Istalicd Septenixjr 3# 1979# both sides.

EXPLOSIVES HAQA2IHES
The surface explosive raagstinss %<®re posted and grounded. The explosive oagazine 
was set on blocics during the last inspection. Socieono has used a cutting torch 
and rnimved the undercarriage fros^ niigazine.

VEHTILATION
Air readings were taken throttghout the alne and the results are as followt

bOl haulage drift ~ sotso &,0i)0 c.f.ia. 
drift heading - sow® L.OOO c.f.rs.

OlESUL

Diesel units were clteckad for CO# 1^2 and exhaust teiiiperaturas# the results are no 
follow:

Company No. 3 loader; CO - 7 PPH; H02 - 3 PPM; teciperatura - 120® F.
Cotapany fk>. I loader; CO «• 3 PPM; M02 • I PPM; tetaperature - 120® F.
Company Ho. 2 truck; CO - 3 PPl^; - 2 PPM; temperature - 125® F.
Company Ho. 3 truck; CO - trace; U02 - 1 PPM; tetnporature - 113® F.

ASMEHEHT OF NOTICES ISSUED 7-10-79
tsotice Ho. 3. Section 69-33-b» P«M3A; (57.3-22M) Abated 10-10-79.

Hotics fto. <i, SIM Rule 7TT{c)T“(57.9-5M) ^Abated 10-10-79.

Notice Ho. 5. SIM Rule Ho. 71-1(c); (57.9-5H) Abated 10-10-79. 

notice Ho. $0 Sectlot: SS-53-b, HHSA; (57.3-22H) Abated 13-10-7S. 

nozlcii Ko. 7, Section S9-3^-5, HMSAj (57.I1-I2M) Abated 10-10-73.

HOTICES ISSUED 10-10-79
Notice Ho. 1# SIM Mule (k>. 7lj-l(c): Kenanij and Insulate blasting line In 500
drift. (37.^-U2n) Abated 10-13-79.

Hotice He. 2# Section 65-35-6# JiriSAi Provide odditlonal ground support 80l stop® 
boforo onynpre work Is pnrfor«ped. {5/.3-22M) Abate Iby 10-12-79.



1.0. fto. - Hoi>a Mine
laiicliars Explot'aiion mul SKtvaloptoen^ C«>rp.

October 10, im 
Page 3

^^ttce lio. 3» SectJoo MMSAi Provide adilltlrKtal ground support In <»nd
S]*6 drlffip. <i»;.3-22H) Abate by I0-12-79.

Hotica ao. k, Sf,M Rule «3. 71-l(c)j ProvMo “tto Sinking or Opsjn sipns fjt
oil storarjc ;»urfaco (fire hd;£ard). Abate by 10-U-7:j,

Tlw» Inspactfon and notices Issued wars dlscussoU with Mr. Murloy after the cofspletlon 
of ei>a inspoctlon.

ACKilOVLECCiy',EHr

Th® couftosy and cooperation of hr. Tlss hurley ajid all employoas aro hereby 
Ijratofully aekmnflodged.

InapBctsd and Raportsil by: 
Ch^irJea 0. Lunger 
Beputy Inspector of Hlnos

Jfiia
Approved'

. JOE D. LONGACRE. SR.
State Inspector of Mines
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STATE OF NEW MEXBCO
INSPECTOR OF MINES DEPARTMENT 

2340 MENAUL, N.E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

e.l'Vi3

kjUuKj^-e r

SAFETY FIRST

JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES • ' ,;c4r-'l ■ ' .

-• . A^- V-, Ciat- is ,
/ Cjt^ ® -1 ■ .' '
safety s checkup

REPORT OF INSPECTION

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

I.D. No. 2901571 Hope Mine ' ’ " '
^nchers ^plbratlon and Development Corporation f

(Name)
Mine

Typed July 18, 1979 
j July 10, 1979
J (Date of Inspection)

Uranium
(Classification of Mine)

McKinley
(County in which located)

Garth Logsdon, Mine Superintendent
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made During this 
inspection the following was noted'

; , , GENERAL INFORMATION

Date of previous Inspection: February 21, 1979
The operation Is located In Poison Canyon some 12 miles northvirest of Grants, Nevi 
Mexico. The operation Is owned and operated by, Ranchers Exploration and -Development 
Corporation. The above named operation was formerly operated by Kop-Ran Development 
Corporation.

Employment: . , ,
Total , 28
Underground 25
Surface 3 s ~

Work Schedule:
Hours per day 8
Shifts per day , , 2 , ,
Days per week 5

Lost-tlnK Injuries to date: none

Company Officials;
Paul Matthews, General Manager 
Tim Hurley, Engineer 

—^Garth“Logsdon7“Ml ne~Superl ntendent"

Type of operation: modified room and pillar
1 . *■ ; ' • 'j \

Fire drill: July 5, 1979

Flrst-ald training to date; 8o:g

Inspection Party: Ranchers Exploration and Development Corporation
Garth Logsdon, Mine Superintendent 
David Butler. Mechanical Supervisor

State of New Mexico
; , , Charles D. Lunger, Deputy Inspector of Mines
V t.

- GENERAL HEALTH AND SAFETY

Stretchers, blankets and flrst-ald kits are available. Employees are equipped with 
safety glasses and ear protection. A fully equipped ambulance Is keot at the mineJOE D^LoficACRE, SR.

State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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site. Escape routes are marked.

HOIST

Safety dogs on cage were tested, checked and found to be in good working order. 
Safety devices on the hoist were tested and checked and found to be In good working 
condition. Physical fitness records are up to date. Emergency hoist Is checked 
every month. Last time checked was:June 26, 1979« Both ropes (cablei^ were cut on 
drum end on May 12, 1979.

^ : EXPLOSIVES .MAGAZINES

The. surface explosive magazines were posted and grounded. The explosive magazine 
v/as set on blocks during the last Inspection, Someone has used a cutting torch 
and removed the Undercarriage from the magazine.

^ VENTILATION

Air readings were taken throughout the mine and the results are as follow:

701 west - some 2,800 c.f.m.
800 drift - some 9,500 c.f.m.

' ' $50 drift - some 2,300 c.f.m.
209 area - some 3,300 c.f.m.

DIESEL

Diesel units were checked for CO, N02 and exhaust temperatures, the results are as 
follow;

Company No. 3 loader; CO - 5 PPM; N02 -2 PPM; temperature - 110° F.
Company No. 3 truck; CO - 5 PPM; N02 - 2 PPM; temperature - 115° F.
Company No. 1 truck; CO - 3 PFM; N02 - k PPM; temperature - 120° F.

ABATEMENT OF NOTICES ISSUED 2-21-79

Notice No. 3, Section 69-35-6, NMSA; (57.3-22M) Abated 7-10-79.

Hot'l.ce No. 4, Section 69“35-6, NMSA; (57.3-22M) Abated 7-10-79.

p I ORDERS ISSUED 7-10-79

Order No. "1, Section 69-35-6, NMSA: Bolt and wire back before any irore work is
performed in 701 west (Red Tag issued). (57.3-22M) Abated 7-10-79.

NOTICES ISSUED 7-10-79

Notice No. 1, Section 69-27-6, NMSA; "Keep Out - Open Stope" sign shall be posted 
at 209 stope. (57.5-28M) Abated 7-10-79.

Notice No. 2, Rules and Regulations Governing Diesel Equipment, Rule No. 4(b), Page 
112: Provide sufficient ventilation before any more work is performed In 850
haulage drift. Abated 7-10-79.
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Notice No. 3, Section 69-35-6, NMSA: Provide additional ground support at 500-700
intersection. (57.3-22M) Abate by 7-2^-79.

Notice No. 4, SIM Rule No. 71-l(c); Provide horn on Company No. 3 loader. (57.9-5M) 
Abate by 7-24-79.

Notice No. 5, SIM Rule No. 71-1(c); Provide horn on Company No. 1 truck. (57.9-5M) 
Abate by 7-24-79.

Notice No. 6, Section 69-35-6, NMSA: Provide additional ground support in 209
access drift. (57.3-22M) Abate by 7-24-79.

Notice No. 7, Section 69-34-5, NMSA: Provide warning devices at slusher trench on
1-5 level at main shaft. (57.11-12M) Abate by 7-24-79.

The Inspection and notices issued were discussed with Mr. Logsdon after the completion 
of the Inspection.

ACKNOWLEDGEMENT

The courtesy and cooperation of f^ssrs. Logsdon and Butler and all employees are 
hereby gratefully acknowledged.

Inspected and Reported by; 
Charles D. Lunger 
Deputy Inspector of Mines

TrMT n T cwmArJOE D. LONGACRe SR.
State Inspector of Mines



JOED LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

SAFETV a CMSCKUP
REPORT OF INSPECTION

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

J.D. Ik). 290li;7l,- Hops Mina . /
i^anchcrc Exploration an^ Oavoioptntint Corporation

(Name) {
Typed July. 18, IS79 
I July 10, 1979

Uranlusa
(Classification of Mine)

ftoninley V.
(County in which located)

HI no ^
(Date of Inspection)

rtarth Lossdon, Hina Superlntcndrnt
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted:

, - GEHERAL IHrCJRHATlOH 

Date of prcvloua inspactlop: Febryary 21, 5379
Tha oparatlen Is located in Poison Canyon sotie 12 kUos northwest of Grants, Hevi 
MaxIco, The oparatlod la ownod and operatod by Rundiora Exploration and OevelopKnnnt 
Corporation. Tiro above nffissd operation w®3 forvsjerly opareted by (topi^Riu) Devolupfuent 
Corporatiws,

Eroploymnti
Total
Underground
Surface

^rk. Schedule: 
Hours per day 
5hlfts per day 
Hays per weak

23
23

3-

li
I
3

Cof.Tpoiy Officials:
Paul .Hatthotni, General Onager 
Tl»a Hurley, Engineer 

—Sarth-Lotsde^ Ml no Suparfntnndont-

Lost^tloe Injuries to date: none

Typo of operation: modified room and pillar

Fire drill: July 5, 1973 

First-aid training to date:

In&poetion Party: Ranchers Eiyloratlon and Developnent Corporation
G^rth Lo'gsiioo, wine Saporintondimt 
SJttvid Butler, llachanlcal Suitervisor

, - , State of jjew ftexlso ...
Char^os 0. Lunger, Deputy Inspector of Hinas

! ; GEHERAL HE/M.TH AND SAFETV
‘0

Stretchers, blankets and first-ald kits aro available. Employees are equipped with 
safety glasses and oar protectlcm. A fully equipped ambulance Is kept at the mine

JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



I.a. l»o. - Hope Mine
Hanchars Exploration & Oevelopt^ant Corp.
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si to. E&capo routes ora tsoiMutd.

HOIST

Safety dogs on cago ware tested, chocked end found to he in good working order. 
Safety devices on th© hoist »^re tested and chocked and found to ba In good working 
condition. Physical fitness records are up to date, Erergoncy hoist Is checked 
evetV month, best tim chocked was June 2^, 1979. 3oth ropes fables) ^re cut on 
drun end on Hay 12, 1379.

EXPLOSIVES HASAZIHES

The.surface explosive magazines were posted end gnounded. The explosive rasgaslne 
wai'set on blocks during the last Inspection.' Sbmona has used a cutting torch 
and recstved tfus yndercarriago from the siagasina.

' VEHTILATIOH

Air readings wore taken throughout tlMs Rino and the results ar© as follow:

701 west - soffte 2,800 c.f.ja. 
dOO drift - 30?^ 9,S00 c.f.s.
050 drift - aofne 2,300 c.f.ra.
203 area - scraa 3*300 c.f.ss,

DIESEL

Olosol units wore chocked for CO, H02 and axhoust temperatures, the results are as 
follow:

Company to. 3 loader; CO - 5 PPH; W2 -2 PPM; teaperaturs - IIO'^ F.
Cofspany? fio, 3 truck; CO - 5 PPM; H02 - 2 PPHj tes^roture - 115® r,
Cotr^any fjo. I truck; CO - 3 PPM; 5102 - h PPfl; tufaperature - 120® F.

ASATEHEHT OF HOTICES-|SSUEO-2-2^J-79
Kotic© flo. 3, Section 63-35-6, HHSA; (57.3-22J5) Abated 7-10-73.

Uotlce to. k, Lection &3»35-6,- IIMSAj (57.3**£aH) Abated */-}y-79.

OJIDERS ISSUED 7-10-79

Ordor to. 1, Soctioii 615-35-6, fJHSA: dolt and wire back before any more work Is
performd In 701 west (Rad Tag Issued). (57.3-22H) Abated 7-10-79.

HOTICES ISSUED 7-10-75

Notice Mo. 1, Sect lot's 6£!-2/-6, HHSAs “Keep Out - Open Stope" sign shall be posted 
at 203 stop©. (57.5-2i^H) Aoated 7-1U-73.

totlco to. 2, Holes and Asgulaticns Sovcrsiing Diesel Equipf^ist, Rule to. A(b), Pago 
H2i Provide Uofficleist vontilaticn before aisy tore work Is perforrsed In 850 
hasi'laga drift. Abated 7-10-73.



J.S. ^4o, •• tope Mlni3
iliinctker» iixploreclon a»4 Develop^nt Corp.

July 10, \m 
l^age 3

NoEi^ Ho. 3, i»acuSe>n HilSAj i^f^pvSdo addittcmal ground ktuppore ttl 500-700
Intaraaeb'on. (57.3-22H) AOauo Hy 7-2^-73.

totSco ;io, k, SIrt lUile «o, 7l-i(c)8 Provlto Horn on toisipany Ito. 3 loader. (57.S-5H) 
Abato by 7-X^-7f?*

Hotto to. 5, 51^4 Halo to. 7l“SCc)s Provide »wr« on Coiepeny Ho, I truck, (S7.3-5H) 
Abate by 7-2^i-7i}.

totice to, 6, toctloa 63-35-b, Provide additional ground support In 205
access drift. <57.5-2J«) /Ujato by 7-2^t-/3.

totice to. 7, Section b5“3^"5* HMilA: Provide warning doviceg at slustor trench chi
1-5 level at ^iti stoft. <57.II-U}^) Abate by /-2V?5.

The lnspoctio;i r«d notices issued wore dSd«:us«ed with Hr. Logsdon after tto cor^pletlon 
of the inapectton.

ACKdOUL£bS£J«£fJT

Tna courtesy and cooperation of Hessrs, Logsdon and bucJar a»id all oks^loyees are 
liaroby gratefully acknowladged.

Inspfrctod and Rotortod byj 
Charles b. Lunger 
Deputy inspector af Hines

Approved

□E D. LONGAOE. SR.
State Inspector o( Mines



JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES 
Energy and Minerals Department 
Bureau of Mine Inspection 
2340 Menaul, N E, Suite 106 
Albuquerque, New Mexico 87107

PERMIT
TO USE DIESEL POWERED EQUIPMENT 
IN UNDERGROUND MINE OPERATIONS

Safety First

Office Telephone 842-3055 
Residence Phone 344-1129

Date March 13. 1979 No., _S70T90

1. Owner of Mine Ranchers Exploration S Development Corporation

2. Name and location of Mine Hope Mine, Grants, MM

3. General Manager___________A. Buchanan_____________

4. Location in mine where equipment will be used — throughout

5. Type of Equipment Company Mo. 3. Manufactured by Young Machine; Type of vehicle ~

truck; passenger load - one; Kind of engine ~ Deutz; Cylinders - four; Enoine _____

5Shb6kS; Model Ho. F4L912W; Serial No, 5173; Brake horsepower - 52: Tvoe of

scrubber " PTX; Equipped with horn, lights - front and rear, brakes - foot and parkino. 

fire extinguisher; temperature - 120° F. ; CO -• 7 PPM; NQ2 - 2 FPH„

i ndefinite

6. Period of time equipment will be used in mine — indefinite

7. Effective date of permit from______February 28. 1979

CONDITIONS

1 This permit is issued subject to the related state mine laws and rules, procedures and regulations adopted by the office of the 
State Mine Inspector Failure to comply with these laws or regulations automatically revokes this permit and will subject the 
violator to sanctions imposed by law. and such unit will be ordered out of mine

2 This permit will be renewed upon application to the office of the State Mine Inspector

3 This permit shall be kept in the Mine Office files and displayed upon request of the State Mine Inspector or any of his Deputies

4 This permit is Valid only for the Above Mine

Lorenzo Martinez
Deputy Mine Inspector Joe D Longacre, Sr 

State Inspector of Mines

I mr



JOE D LONGACRE, SR.
STATE INSPECTOR OF MINES 
Energy and Minerals Department 
Bureau of Mine Inspection 
2340 Menaul,NE, Suite 106 
Albuquerque, New Mexico 87107

PERMIT
TO USE DIESEL POWERED EQUIPMENT 
IN UNDERGROUND MINE OPERATIONS

Safety First

Office Telephone 842-3055 
Residence Phone 344-1129

March 13, 1979 No 5 7 0 9 9 1

1. Owner of Mine Ranchers Exploration and Development Corporation

2. Name and location of Mine Mine, Grants, NH

3. General Manager A, Buchanan

4. Location in mine where equipment will be used — throughout

5. Type of Equipment Company No. 1; Manufactured by Young Machine; Type of vehicle - truck; 

passenger load - one; Kind of engine - Deutz; Cylinders - four; Engine No. 05552;

Model No, F^L912W; Serial Uo. Sl47; Brake horsepower - 52; Type of scrubber - PTX; 

Equipped with horn, lights - front and rear, brakes - foot and parkinq, fire 

extinguisher; temperature - UQO F.; CO - 10 PPM; N02 - 3 PPM.

indef1nite

6. Period of time equipment will be used in mine — indefinite

7. Effective date of permit from___________February 28, 1979

CONDITIONS

1 This permit is issued subject to the related state mine laws and rules, procedures and regulations adopted by the office of the 
State Mine Inspector. Failure to comply with these laws or regulations automatically revokes this permit and will subject the 
violator to sanctions imposed by law, and such unit will be ordered out of mine

2 This permit will be renewed upon application to the office of the State Mine Inspector

3 This permit shall be kept m the Mine Office files and displayed upon request of the State Mine Inspector or any of his Deputies

4 This permit is Valid only for the Above Mine

Lorenzo Martinez
Deputy Mine Inspector , Joe D Long^creTSr 

State Inspector of Mines

jmz
I.'--------- >j



JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES 
Energy and Minerals Department 
Bureau of Mine Inspection 
2340 Menaul, N E , Suite 106 
Albuquerque, New Mexico 87107

PERMIT
TO USE DIESEL POWERED EQUIPMENT 
IN UNDERGROUND MINE OPERATIONS

Safety First

Office Telephone 842-3055 
Residence Phone 344-1129

Date March 13, 1979 No, 5 7 0 9 9 2

1. Owner of Mine Ranchers Exploration and Development Corporation

2. Name and location of Mine Hope Mine, Grants, HM

3. General Manager______ A. Buchanan

4. Location in mine where equipment will be used — throughout

5. Type of Equipment Company Mo. 2; Manufactured by Young Machine; Type of vehicle - 

truck; passenger load - one; Kind of engine - Peut.T; Cylinders - four; Engine No. 

5705553; Model No. FAL912V/; Serial No. 5198; Brake horsepower ~ 52; Tvos of scrubber 

PTX; Equippednvith horn, lights “ front and rear, brakes - foot and parking, fire 

extinguisher; temperature - 115° F.; CO - 12 PPM; N02 - 2 PPM.

indefinite

6. Period of time equipment wili be used in mine — indefinite

7. Effective date of permit from_______February 23, 1979__________ ____________________________________

CONDITIONS

1 This permit is issued subject to the related state mine laws and rules, procedures and regulations adopted by the office of the 
State Mine Inspector Failure to comply with these laws or regulations automatically revokes this permit and will subject the 
vioiator to sanctions imposed by law, and such unit will be ordered out of mine

2 This permit will be renewed upon application to the office of the State Mine Inspector

3 This permit shall be kept in the Mine Office files and displayed upon request of the State Mine Inspector or any of his Deputies

4 This permit is Valid only for the Above Mine

\ I . F
Lorenzo Martinez ■3^.^^X /
Deputy Mine Inspector , Joe D Longacre, Sr 

State Inspector of Mines

jmz



JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES 
Energy and Minerals Department 
Bureau of Mine Inspection 
2340 Menaul.NE., Suite 106 
Albuquerque, New Mexico 87107

Safety First

PERMIT
TO USE DIESEL POWERED EQUIPMENT 
IN UNDERGROUND MINE OPERATIONS

Office Telephone 842-3055 
Residence Phone 344-1129

Date Karen !3> ?979 No.. 5 7 0 9 9 3

1. Owner of Mine__________

2. Name and location of Mine.

3. General Manager________

Ranchers Exploration and Developmeni: Corporation 

Hope Mine, Grants, HK________________________________

A. Buchanan

4. Location in mine where equipment will be used — throughout

5. Type of Equipment Company flo, 3; Manufactured by Eimeo: Type of vehicle - loader; 

passenger load - one; Kind of engine - Deut?.; Cylinders - three; Engine No, 5&59J56;

Mode] Mo. F3L912W; Serial Ho, 2008; Brake horsepower ~ 39; Type of scrubber ~ PTX; 

Equipped vn th horn, lights - front and rear, brakes - foot and parking, fire 

extinguisher; ternperatura - 130^ F, ; CO - 8 PPM; fJ02 - 2 PPM.

indefinite

6. Period of time equipment will be used in mine — indefinite

7. Effective date of permit from_______ February 28, 1979

CONDITIONS

1 This permit is issued subject to the related state mine laws and rules, procedures and regulations adopted by the office of the 
State Mine Inspector Failure to comply with these laws or regulations automatically revokes this permit and will subject the 
violator to sanctions imposed by law, and such unit will be ordered out of mine

2 This permit will be renewed upon application to the office of the State Mine Inspector

3 This permit shall be kept in the Mine Office files and displayed upon request of the State Mine Inspector or any of his Deputies

4 This permit is Valid only for the Above Mine

Lorenzo Martinez
Deputy Mine Inspector , Joe D Longacre, Sr, 

State Inspector of Mines

jmz
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JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107 

bl^0l-ic|

C*At- y;

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

DIESEL

REPORT OF INSPECTION

I.D. No. 2901571
Hope Mine (Ranchers Exploration S Development Cori

(Name)
Mine

Typed March 13, 1979 
\ February 28^ I973
J (Date of Inspection)

Uranium
(Classificataon of Mine)

McKinley
(County in which located) (Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted-

GENERAL INF0R:1ATI0N

This inspection was carried out in compliance with the New Mexico Mine Safety Code,
Rule No. 12 of the Rules Governing Diesel Equipment in the underground mines for 
the State of New Mexico, to be placed in service in the Hope Mine underground, with 
the following characteristics was Inspected:

Company No. 3j Manufactured by Young Machine; Type of vehicle - truck; passenger 
load - one; Kind of engine - Deutz; Cylinders - four; Engine No. 59^66^6; M6del 
No, FAL912W; Serial No. 5178; Brake horsepower - 52; Type of scrubber - PTX;
Equipped with horn, lights - front and rear, brakes - foot and parking, fire 
e-.tinguisher; temperature - 120° F.; CO - 7 PPM; N02 - 2 PPM,

Issued Permit No. 570990.

Company No, 1; Manufactued by Young Macnine; Type of vehicle - truck; passenger
load - one; Kind of engine - Deutz; Cylinders - four; Engine No. 05552; Model Na.
F4L912W; Serial No, S147; Brake horsepower - 52; Type of scrubber -■ PTX; Equipped 
with horn,• 1ights - front and rear, brakes - foot and parking, fire extinguisher; 
temperature - 110° F; CO - 10 PPM; N02 - 3 PPM.

Issued Permit No, 570991.

Company No. 2; Manufactured by Young Machine; Type of vehicle - truck; passenger 
load - one; Kind of engine - Deutz; Cylinders - four; Engine No, 5705558; Model
No, F4L912W; Serial No, S148; Brake horsepower - 52; Type of scrubber - PTX;
Equipped with horn, lights - front and rear, brakes - foot and parking, fire 
extinguisher; temperature - 115° F.; CO - 12 PPM; M02 - 2 PPM.
Issued Permit No. 570992.

.JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



I.D. Ho. 2901571 - Hope Mine 
Ranchers Exp, & Dev. Corp.

February 28, 1979 
Page 2

Company No. 3; Manufactured by Elmco; Type of vehicle - loader; passenger load - 
one; Kind of engine - Deutz; Cylinders - three; Engine No, 5659366; Model No, 
F3L912W; Serial No, 2008; Brake horsepower - 39; Type/ of scrubber - PTX; Equipped 
with horn, lights - front and rear, brakes - foot and parking, fire extinguisher; 
temperature - 130° F.; CO - 8 PPM; N02 - 2 PPM,

Issued'Perm!t No, 570993.

ACKNOWLEDGEMENT

The courtesy and cooperation extended during this inspection are hereby gratefully 
acknowledged.

Inspected and Reported by:
Lorenzo Martinez
Deputy Inspector of Mines

jmz

Approved

.JOED LONGAC'
State Inspector o ' ines
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STATE OF NEW MEXICO

INSPECTOR OF MINES DEPARTMENT
2340 MENAUL, N.E., SUITE 106 

ALBUQUERQUE, NEW MEXICO 87107

SAFETY FIRST

JOED LONGACRE, SR 
STATE INSPECTOR OF MINES

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

REPORT OF INSPECTION

1.0. Ho. 2301571 
Ho{>e Mine (Jlisne)iera Exploration a Devslapnant Cor^.)

(Name) ^

Typed !1arch I3, 197j# 
Hina I Fabruary 28, Ip75

J (Date of Inspection)

UrarjluLi
(Classification of Mine)

HcKlnlsy
(County in which located) (Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made During this 
inspection the following was noted'

This Inspection was carried out 1-n cosTipl Iance with the ftew ttexion HIn® Safety Cotte,
Rule 12 of Ctva Rules Ooveming blegal Cqulpr«uic In the underground nines for 
£ht^ St-3te of Haw Kssxico, to be placed In service In the Hope Hina underground, with 
the following charvucterlsties was inspactcdi

Corapany Ho. Hanyfactored by Voung Hachtne; Type of vaiilcia *• trucK; passenger 
load - onej Kind of engirv» - Oeutaii Cylinders - four; Englni; Ho. Hfidcl
Ho. l'AL812d; Serial Ho. 517^2 ireKe-horaapcitar - 52; Typo of scrubber « PTKj 
Equipped with hom, lights - front and roar, brakes - foot and parking, firo 
aictlngulshorj teraperaturo - 120® F,; GO * 7 PPHj JiQ2 - 2 PPM.

Issued Permit ?lo, 5/0550.
Cofflpiiny Ho. Ij Manafoatubd by Young Hsehlnci} Typo of vehicle •• truck} passeog^ar 
load - one.; Kind of angina • Ooutz; Cytlndors - four; Engloa Ho, D55S2; Hotiel H<5. 
FAL9I2W; Serial No, S|47j Brake horsepoieor « 52j Type of scrubber • FTX; Equippod 
vtith horn, llghta • front and rear, brakes » foot and parking, f|re cMtln^ulsherj 
toHjieraturo - IIF; CO - 10 PPM; HQ2 - 3 PPM.

Issued Permit lio. 570331.
CoiJipany Ito. 2} MsFuifactured by Young Machlna; Typa of vehicle •• truck} passangar 
load • ofto; Kind of cnglau • Oeuta; Cyltntlors - four} Eaglna No, 57055SB; i^idol
Ho. F^L912yj Sorlal Ho, Slk8; 3rako horsopov/or » 52; Typo of scrtibber - PTKj 
Equipped with horn, lUghts • front and r^ar, brakes «* foot and parking, ffro 
estlngulsharj tempofaturo - H5° F.; CO - 12 PPfl; H02 - 2 PPM.

Issued Permit Ho. 570992.

,JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



1.0. lio. 230IS71 - Itopa HIne 
RonclMsrii Ekp* & Dsv. Corp,

Fehruar/ 2^, )37S 
Pago 2

CoJij^any Ho. 3; Haniifacturoci by SIraco; Type of vohicle •• loador^ **
ono} KIttd of engine - &autat Cyttndope - throe; Cosine ho. 36s§3#6; ?V3de! Ho. 
F313J2^8 Serial Uo, 2003; Srali.a horsepofejiar • 39; Typee’ of scrubber • PTK; E^iulppeO 
with horn, U<jht» « frcmt and rear, brakes - foot and perking, fire cntlngui&iy&fi 
Caciperature - liO® F.j CO - II PPM; ^102 - 2 PPM.

Issued Parolt Ho, S70333.

ACKHOyUE0Qr.Hr.HT

T^io courtesy *kicI cooperation extended during this Inspection are heroby gratofolly 
acHiKiwl edged.

Inspected and Reported byj 
torcri^n Hartinea 
tteputy Inspector of Minos

Jna
Approved

, JOE D. LONGA^E SR
State Injpector b Mine>



Ou-c>vdixe»K.

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, n!e., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

3/>0^7?

SAFETY FIRST

JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

5-(

/V(Z--3

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

SAFETY & CHECKUP
REPORT OF INSPECTION

l>D. NOo 2901571 ' M.\rve-
Ranchers Exploration £ Development Corporation

(Name) {
Uranium

(Classification of Mine)
McKinley

(County in which located)

Typed March 8, 1979 
Mine ') February 21, 1979

} (Date of Inspection)

Garth Logsdon, Mine Superintendent
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made During this 
inspection the following was noted

GENERAL- INFORMATION

Date of previous Inspection; November 13» 1978

The operation is located In Poison Canyon some 12 miles northwest of Grants, Mew 
Mexico, The operation Is owned and operated by Ranchers Exploration and Development 
Corporation, The above named operation was formerly operated by Kop-Ran 
Development Corporation,

Employment;
Total 27
Underground 24
Surface ' 3 '

Work Schedule;
Hours per day 8
Shifts per day 2
Days per week 5 ' .

Los't-tlme Injuries In 1979: none

Mine telephone; 287-7012

Company Officials;
Paul Matthews, General Manager 
Tim Hurley, Engineer 
Gaeth~Lor9S'dorr7 Mine Superintendent'

Type of operation; modified room and pillar 

Fire drill; November 8, 1978 

First-aid training to date; 90^

Inspection Party: Ranchers Exploration and Development Corporation
Garth Logsdon, Mine Superintendent

State of New Mexico
Lorenzo Martinez, Deputy Inspector of Mines

^OE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



^.D. No. 2901571 - Hope Mine 
^nchers Exploration S Development Corp.

February 21, I979 
Page 2

GENERAL HEALTH ^AMOJlSAFETY

Stretchers, blankets, and first-aid kits are available. Employeed are equipped 
with safety glasses and ear protection. A fully equipped ambulance is kept at the 
mine site. Escape routes are marked.

HOIST

Safety dogs on cage were tested, checked and found to be In good working order. 
Safety devices on the hoist were tested and checked and found to be in good working 
condition. ' Both ropes (cables) were changed 10-22-77. Physical fitness'records are 
up to date. Emergency hoist Is checked every month. Last time checked was June 17, 
1978.

I

EXPLOSIVES MAGAZINES

The 'Surface explosive magazines were posted and grounded. The explosive magazine 
was set on blocks during the last inspection. Someone has used a cutting torch 
and removed the undercarriage from the magazine.

VENTILATION

Air readings were taken throughout the mine and the results are as follow:

702 east dH’ft - some 6,500 c.f.m.
605 drift - some 6,000 c.f.m.
^07 drift - some 7f000 c.f.m.
900 (no ventilation - closed)

DIESEL

Diesel units were checked for CO, NO2 and exhaust temperatures, results are as 
follow:

No. 1 truck; CO - 5 PPM; N02 - 2 PPM; temperature - 120° F;
No, 2 truck; in shop for repairs.
No. 2 loader ; in shop for repairs.
No. 1 loader; in shop for repairs,

ABATEMENT OF ORDER ISSUED 11-13-78
A ■>

Order Mo. 2, SIM Rule No. 71-1(c); (57.9-3M) Abated 2-21-79.

ABATEMENT OF NOTICES ISSUED 11-13-78 

Notice No, 3, Section 63-28-6, NMSA; (57.3-22M) Abated 2-21-79.

Notice No. it. Section 63-28-6, NMSA; (57.3-22M) Abated 2-21-79.

NOTICES ISSUED 2-21-79
Notice No. 1, SIM Rule No. 71-1(c): A "Keep Out" sign shall be provided in 701 east
drift for no ventilation. (57.5-28M) Abated 2-21-79.



I.D. No. 2901571 - Hope Mine
Ranchers Exploration & Development Corp.

February 21, 1979 
Page 2

Notice No, 2, SIM Rule No. 71“2(c): Gate on transformer next to shop on surface
shall be,closed and locked. (57.12-68M) Abated 2-21-79.

Notice No, 3, Section 69*35”6, NMSA: Additional ground support shall be provided
In 600 and 605 Intersection on ribs. (57.3“22M) M>ate by 2-22-79.

Notice No. k. Section 69-35”6, NMSA; Additional ground support shall be presided
in 500 drift 200 feet from elec, station. (57.3-22M) Abate by 2-22-79.

The Inspection and notices issued were discussed with.Mr. Logsdon after the 
Inspection.

ACKNOWLEDGEMENT

The courtesy and cooperation of Messrs. Logsdon and Magana and all employees 
contacted, are hereby gratefully acknowledged.

■ I '<

Inspected and Reported by: 
Lor^enzo Martinez 
Deputy Inspector of Mines

L. A. Quinones .

D. LONGACRE SR
Acting State Inspector of Mines



JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES 
Energy and Minerals Department 
Bureau of Mine Inspection 
2340Menaul, N E, Suite 106 
Albuquerque, New Mexico 87107

PERMIT
TO USE DIESEL POWERED EQUIPMENT 
IN UNDERGROUND MINE OPERATIONS

Safety First

Office Telephone 842-3055 
Residence Phone 344-1129

Date March 13, 1979 No.. 570990

1. Owner of Mine Ranchers Exploration S Development Corporation

2. Name and location of Mine Hope Mine, Grants. MM

3. General Manager___________A, Buchanan_____________

4. Location in mine where equipment will be used — throughout

5. Type of Equipment Company No. 3; Manufactured by Young ftachine; Type of vehicle - 

truck; passenger load - one; FJnd of engine ■■ Deutz; Cylinders - four; Engine No, 

5996646; Model Ho« F‘tL912U; Serial No. 5173; Brake horsepower - 52: Type of

scrubber - PTX; Equipped with horn, lights " front and rear, brakes - foot and oarkino, 

fire extinguisher; temperature - 120° F. ; CO ~ 7 PPM; 1102 - 2 PPM. ____________________

indefinite

6. Period of time equipment will be used in mine — indefinite

7. Effective date of permit from______February 28, 1979___________ ____________________________________

CONDITIONS
0

1 This permit is issued subject to the related state mine laws and rules, procedures and regulations adopted by the office of the 
State Mine Inspector. Failure to comply with these laws or regulations automatically revokes this permit and will subject the 
violator to sanctions imposed by law. and such unit will be ordered out of mine

2 This permit will be renewed upon application to the office of the State Mine Inspector

3 This permit shall be kept in the Mine Office files and displayed upon request of the State Mine Inspector or any of his Deputies
#

4. This permit is Valid only for the Above Mine

Lorenzo Martinez
Deputy Mine Inspector Joe D Longacre, Sr 

State Inspector of f^ines

jmz
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JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES 
Energy and Minerals Department 
Bureau of Mine Inspection 
2340Menaul, N E .Suite 106 
Aibuquerque, New Mexico 87107

Safety First

PERMIT
TO USE DIESEL POWERED EQUIPMENT 
IN UNDERGROUND MINE OPERATIONS

Office Telephone 842-3055 
Residence Phone 344-1129

n.tP March 13, 1979 No. 5 7 0 9 9 1

1. Owner of Mine Ranchers Exploration and Development Corporation

2. Name and location of Mine Mine, Grants, NH

3. General Manager A, Buchanan

4. Location in mine where equipment will be used — throughout

5. Type of Equipment Company No. 1; Manufactured by Young Machine; Type of vehicle - truck; 

passenger load - one; Kind of engine - Deutz; Cylinders - four; Engine No. 05552;

Model No. FAL912W; Serial Mo. SlA7; Brake horsepower - 52; Type of scrubber - PTX; 

Equipped with horn, lights - front and rear, brakes - foot and parking, fire 

extinguisher; temperature - 1$0° F.; CO - 10 PPM; N02 - 3 PPM.

indefinite

6. Period of time equipment will be used in mine — indefinite

7. Effective date of permit from___________February 28, 1979

CONDITIONS

1 This permit is issued subject to the related state mine laws and rules, procedures and regulations adopted by the office of the 
State Mine Inspector Failure to comply with these laws or regulations automatically revokes this permit and will subject the 
violator to sanctions imposed by law, and such unit will be ordered out of mine

2 This permit will be renewed upon application to the office of the State Mine Inspector

3. This permit shall be kept in the Mine Office files and displayed upon request of the State Mine Inspector or any of his Deputies 

4 This permit is Valid only for the Above Mine

Lorenzo Martinez
Deputy Mine Inspector , Joe D Long'acrerSrr 

State Inspector of Mines

ij



JOED LONGACRE.SR 
STATE INSPECTOR OF MINES 
Energy and Minerals Department 
Bureau of Mine Inspection 
2340 Menaul, N E , Suite 106 
Albuquerque, New Mexico 87107

PERMIT
TO USE DIESEL POWERED EQUIPMENT 
IN UNDERGROUND MINE OPERATIONS

Safety First

Office Telephone 842-3055 
Residence Phone 344-1129

Date March Ij, 1 >j79 No 3 7 0 9 9 2

1. Owner of Mine Ranchers Exploration and Development Corporation

2. Name and location of Mine i'iine. Grants. flM

3. General Manager__________ A. Ouchanan_____________

4. Location in mine where equipment will be used — throughout

5. Type of Equipment Company Do. 2; Manufactured by Young Machine: Type vehicle - 

truck; passenger load - one; Kind of engine - Deut.t; Cylinders - Four; Engine }''io. 

3703538; Model lip, F^iLgiZVi; Serial Mo. Sihij; Brake norsepov^er - 52; Tvoe of scrubber -■ 

PTX; Equipped with horn, lights - from and rear, brakes - foot ano oaridna. fire 

extinguisher; temperature - 113^^ CO - 12 PPM; NQ2 - L PPM.

i n de F i n i te

6. Period of time equipment will be used in mine — indefinite

7. Effective date of permit from_______February 23, 1979

CONDITIONS

1 This permit is issued subject to the related state mine laws and rules, procedures and regulations adopted by the office of the 
State Mine inspector Failure to comply with these laws or regulations automatically revokes this permit and will subject the 
violator to sanctions imposed by law, and such unit will be ordered out of mine

2 This permit will be renewed upon application to the office of the State Mine Inspector

3 This permit shall be kept in the Mine Office files and displayed upon request of the State Mine Inspector or any of his Deputies

4 This permit is Valid only for the Above Mine

Lorenzo Martinez

\
\\

-"7

Deputy Mine Inspector ^'^oe D Longacre, Sr 
State Inspector of Mines

-4

jmz
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JOE D LONGACRE, SR.
STATE INSPECTOR OF MINES 
Energy and Minerals Department 
Bureau of Mine Inspection 
2340 Menaul, N.E., Suite 106 
Albuquerque, New Mexico 87107

Safety First

PERMIT
TO USE DIESEL POWERED EQUIPMENT 
IN UNDERGROUND MINE OPERATIONS

Office Telephone 842-3055 
Residence Phone 344-1129

Date. March 13, 1979 Nn 5 7 0 9 9 3

1. Owner of Mine_________

2. Name and location of Mine.

3. General Manager________

Ranchers Exploration and Development Corporation 

Hope Mine. Grants. NM

A. Buchanan

4. Location in mine where equipment will be used — throughout

5. Type of Equipment Company Ho. 3; Manufactured by Eimco; Type of vehicle - loader; 

passenger load - one; Kind of engine - Deutz; Cylinders - three; Engine No. 5659366; 

Model Mo, F3L912W; Serial No. 2008; Brake horsepower - 39; Type of scrubber - PTX; 

Equipped with horn, lights - front and rear, brakes - foot and parking, fire
extinguisher; temperature - 130° F.; CO - 8 PPM; N02 - 2 PPM.

6. Period of time equipment will be used in mine — indefinite

7. Effective date of permit from.

CONDITIONS;

February 28, 1979 indefinite

1. This permit is issued subject to the reiated state mine iaws and ruies, procedures and reguiations adopted by the office of the 
State Mine inspector. Faiiure to compiy with these iaws or reguiations automaticaiiy revokes this permit and will subject the 
violator to sanctions imposed by iaw, and such unit wiil be ordered out of mine.

2. This permit wiii be renewed upon appiication to the office of the State Mine Inspector.

3. This permit shail be kept In the Mine Office files and displayed upon request of the State Mine Inspector or any of his Deputies.

4. This permit is Valid only for the Above Mine.

Lorenzo Martinez
Deputy Mina Inspector Joe D. Longttre, Sr. 

State Inspector of Minas
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JOE D LONGACRE, SR 

STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

5 - I
Q~A

SAFETY S CHECKUP
REPORT OF INSPECTION

iA«-^

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

I. D. No. 2901571 - Hope Mine
(Ranchers Exploration 6 [teveloppient Cprpprat;j.qp). Mine

(Name)

Typed November 27, 1378 
^Noveniber 13r 1978

U ran I urn......................
(Classification of Mine)

. . MgKi.n.ley ......
(County in which located)

(Date of Inspection)

.. Ga rt b.. Logs don Mine .Superi-nt-endent •
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made During this 
inspection the following was noted:

, GENERAL INFORMATION

Date of previous inspection: July 5, 1978

The operation is located In Poison Canyon some 12 miles northwest of Grants, NM.
The operation Is owned and operated by Ranchers Exploration and Development 
Corporation. The above named operation was fonrerly operated by Kop-Ran Develop
ment Corporation.

Enployment:
Total 2^
Underground 21 
Surface 3

Work Schedule:
Hours per day 8 
Shifts per day 2 
Days per week, 5 ^

Lost-time injuries to date: one,1978

Mine Telephone: 287-7012

Company Officials:
Paul Matthews, General Manager 

—Tim-Hur-ley, Engineer
Garth Logsdon, Mine Superintendent 

Type of Operation: modified room and pillar

Fire Drill: 7-6-78

First-aid training to date: 100?

Inspection Party: Ranchers Exploration and Development Corporation 
Garth Logsdon, Mine Superintendent

State of New Mexico
Lorenzo Martinez, Deputy Inspector of Mines

JOE D, LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



I. D. No. 2901571 - Hope Mine
(Ranchers Exploration and Development Corp.)

November 13, 19,78 
Page 2

GENERAL HEALTH AND SAFETY

Stretchers, blankets and first-ald kits are available.

Employees are equipped with safety glasses and ear protection.

A fully equipped ambulance Is kept at the mine site.

Escape routes are marked.

HOIST

Safety dogs on cage were tested, checked and found to be In good working condition. 
Safety devices on the hoist were tested and checked and found to be In good 
working condition. Both ropes (cables) v/ere changed 10-22-77. Physical fitness 
records are up to date. Emergency hoist Is checked every month. Last time 
checked v/as June 17, 1978.

EXPLOSIVES MAGAZINES

The surface expflosive magazines are posted and grounded. The explosive magazine 
was set on blocks during the last Inspection. Someone has used a cutting torch 
and removed the undercarriage from the magazine.

VENTILATION
Air readings were taken throughout the mine and the results are as follavs:

^0 drift some 6,500 c.f.m.
504 drift some 6,000 c.f.m.
306 drift some 7,000 c.f.m.
700 drift some 6,500 c'."f.m.

DIESEL

Diesel units were checked for CO, NO2 and exliaust temperatures; the results are 
as follows:

No. 1 loader, CO - 7 P.P.M., NOo " 2 P.P.M., temperature - 115°F.
No. 2 loader, CO - 10 P.P.M., NO2 - 3 P.P.M., temperature - 120°F.
No. 2 truck, CO - 12 P.P.M., NO2 " 2 P.P.M., temperature - 120OF.
No. 1 truck, CO - 8 P.P.M., NO2 - 2 P.P.M., temperature - 115°F.

ABATEMENT OF ORDERS ISSUED 7"5-78

Order No. 1, SIM Rule No. 71-l(c); (57.9~3M) Abated 11-13-78.

Order No. 2, SIM Rule No. 71-1(c); (57.9-3M) Abated 11-13-78.

Order No. 3, SIM Rule No. 76-1(c); (57.9-37M) Abated 11-13-78.

ABATEMENT OF NOTICES ISSUED 7"5-78

Notice No. 9, Section 63-28-6, NMSA; (57.3-22M) Abated 11-13-78.

Notice No. 10, Section 63-28-6, NMSA; (57.3-22M) Abated II-I3-78.
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ORDERS ISSUED 11-13"78
Order No. 1, SIM Rule No. 71"2(c): Lower limits shall be repaired and In working 
condition at all times on mancage in shaft (red tag). (57.1^-120M) Abated II-I3-7S.

Order No. 2, SIM Rule No. 71~l(c): Foot brake shall be repaired on No. I truck.
(red tag) (57.9-3M) Abate by II-I6-78.

NOTICES ISSUED II-I3-78
Notice No. 1, Section 63"27"8, NMSA: A frame ground shall be provided on fan In
500 drift. (57.12-25M) Abated II-I3-78.

Notice No. 2, SIM Rule No. 71-3(c): Fire extinguisher shall be replaced on No. 3
loader. (57.4-23M) Abated II-I3-78.

Notice No. 3, Section 63“2o-6, NMSA: Additional ground support shall be provided In 
702 east drift. (57.3-22M) Abate by 11-16-73.

Notice No. 4, Section 63~28-6, NMSA: Additional ground support shall be provided
In 504 drift. (57.3-22M) Abate by 11-16-78.

The inspection and notices Issued were discussed with Mr. Logsdon after the Inspection.

ACKfJOWLEDGMENT
r~ ‘

The courtesy and cooperation of Messrs. Logsdon and Magana and all employees 
contacted, are hereby gratefully acknowledged.

Inspected and Reported by:
Lorenzo Martinez
Deputy Inspector of Mines

geb

Approved

. JOE D. LONGA(®E. SR.
State Inspector of Mines



STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E , SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

SAFETY FIRST

JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

SAFETY & OfECtiU?
REPORT OF Inspection

I. Q. Ho. 29Q1571 - Hop«

(Name) { Hint
Typ-i«^ lioV(M*sr 2?, \37’i 

piovsjint'sr 11,
‘ /*• p(Date of Inspection)

Urcia ? us»i
(Classification of Mine)

HcKinle'/
(County in which located)

.. ..SarQiA.Uog5 0.<5f:i., .HIne. .
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made Dunng this 
inspection the following was noted-

Oato of previous Jnspocclon: July 3, 13/fi

Tho cporasScn la located In Poison Canvisi soita; M biMos nortiwiraat of ft rant a , H?<.
The isparatlwi la ownoti <;nd op-orated by Sanchvrs Ssploraticn and Ofevclopment 
Corpora £ I ofi. The above nsiosd cparaslon was fomirly opersiod uy Uop-Ftan Dovolop-
lasMC Corpora11 i3Ji.

£ir/>loV’iiiftnt.
Total 2k
Under 5 round 21 
SurfecQ 3

Worb Sc?ieriulo;
Moum per day 8 
Shifts per dey 2 
Days per vjsok ii

t , i ;

Loss-tlita injuriaa to datei one, 1373 

Hlne Ttelaphcaa, 287-7912

Ccsnipany Of/lclaJg- 
Pout H.s?t!i<jwa, Genoral M<sna«jor 
TIbi Hurley, Engineer 

—Barth-lo'sSdCT j-Hlne- Stip&rHtandent: - -

Type of Operattoni Aodifleo rooir and pillar

Fire Drillj 7-r»-;9

?lr8t-ald tralnlo-^ to data; l-3u'-?

Inspection Party: Oavaloj^nt^Corporatlw
Garcli Uogsdon, nine Super In tan dent"

Coi^nVo Martinez. Deputy Inspector of Mines

JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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GENERAL HEALTH A?I0 SAFETY

Strofie^iars, blankets <uiii flP8t*-ald kits are avail able.

Errployoes ere equipped with safety Qtassea add ear prnsecti<x>.

A fully equipped {VEbulancn Is kept at the rslno slca- 

Escape routes are marked.

HOIST

Safety dogs on cage wore tested^ checked and fouml fio be ht good working conJUicn. 
Safety devices on the hoist were tested and checked and fo»ind to be In good 
working condiftlan. both rofVj® (cobles) t/era changed 10-22-77. Physical fitnoss 
records are up to date. £»«ereeney hoist Is <^ncKed every jsonth. Last tirao 
cheeked was June 17, h37@.

EXPLOSIVES HA0AZ1H&S
The surface exp^lostve fsjgaalnes ere posted and igroundod. Tho explosiva ciojgaalnft 
was sot <s» blocks during tho last Inap«ctl<w»- Soscjone has used a suttln;^ torch 
and ramjyed tho undercarriage frors tho isngaafnG.

VEHTILATIOH
Air readlntjs iwero taken throughout the rslne end the resuUa am sii follavs;

h‘^Q drift 30f24j 6.5d0 c.f.ra,
50^ drift sona 6.000 c.f.is.
306 drift sotne 7.00C c.f.m,
700 drift SGfre 6^500 c'jf.si.

DirSeL

QIasnl units v<er« cltncked for CO, OOjj and eJihaust totnijuratures , the resnUs ara 
follots.

Ho. I loader. CO - 7 F.P.H.. H0> - 2 P.P.„. , jasEy^iraturo -
Ho. 2 lOiTidurj CO “ 10 S'.P.H. . uho - 3 P.P.H-, tc'qjoraturo - I20*^F.
No. 2 truck, CO - 12 P.P.H.. IlOa • 2 P.P.M. , tempercturj^ - UOOP. 
no. \ truck. CO “ e P.P.K. . .iOg 2 P.P.H., tajspuraturo - U5'^F.

ABATOIENT OF OROERS ISSUED ?-5-73

Order «o. 1. SIN »Xule ho, 7l-l(c); (67.9-3M) Abated II-I3-78.

Order fjo. 2. SIM Rule No. 71“1(c), (s;7.3*'3f'0 i^bated

Order Ho. 3. Sl»1 Bula Ho. 7j-1(c); (57.9-37M) Abated 11-13-78.
9

AUATLHLHT OF NOTICES ISSUED 7-5'78 

Hotico No. 9. Section 63“2e-6, HlfSAj <57.3*2214) Abated 11-13-78.

Notice Ho. .10, Section 63-28-6. NHSA; (57.3*22M) Abated M-13-7B.



t. B. ho. 2391S71 '* iiope Hlmj
(kanchofs l:4plora£loi) and Bevaloprwsnt Corp.)

Novatii)iar 13. 1979 
Pago -3

eRDERS ISSUES 11-13-7^

Ofi^r Na. 1, Sl« Rul« Ho. 71“2(c); Lower liRtIts shall Bs rapalrad sni In wofk!fii| 
c<^dUlon all Itcins on In shalft (rati taj,), (S7-1^>“123H) Abated 11^13 79.

Srdor Ho. SIH Hulo Ho. 7t"l(e): l^oot brake shall Bo repaired on 1 track.
(red tag) (37.9-3R) Ahato by II-16-73-

HOnCES ISSUED 11-13-78

Notice No. 1, Section 63-27-S. HMSAs A fra*» ground shall bo provided on fan In 
500 drift. {57.12-2511) Abated 11*13-70.

Notica Ho. 2, SlU Rulo Ho, 71~3(«;) j l^lro extinguisher ohali bo replaced Ko. 3 
loader. (57.W3H) Abated 11-13*78.

Notice Ho. 3, S«ctl(») 63"25-6, NHSA: Additional ground support shall be provfd&u In 
702 C£i3t drift. (3?.3-22ri) Abate by U-16-73.

Notice Ho. A, Section $3-«8-G, IJMSA? Additional ■ground support shall be provided 
In 50% drift. (57.3-22H) Abate by 11-16-73.

The Inspection and notices Issued were discussed with Hr, Logsdon after the Inspection.

ACtUlOWLCBfifCfIT

Tha courtesy and cooporafcleo of iktssrs. Logsdon and Magana nnd all 
ccntocted; ans hoptiby gratefully acknowledged.

Inspected and Reported by: 
Lorenzo Martinez 
Dapoty Inspector of Hines Approved

, JOE D. LONG
State Iiupecto

SR.
Minei
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JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT 

2340 MENAUL, N.E., SUITE 106
ALBUQUERQUE. NEW MEXICO 87107 
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SAFETY S CHECKUP

M.Cii-'fi iU.i_

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

I. D. No. .2301571 - Hope Mine ,
.Ranchers• Explorati|On^^&• Development vCorpopatIon)4 Mine

. . Uranium
(Classification of Mine)

^Typed July 21iTyped July 21, 1978
^tion)

....McKI.nJ.ey..........
(County in which located)

. Gartb .LQg&dan,..MIn.e .Superintendent
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made During this 
inspection the following was noted.

GENERAL INFORMATION

Date of previous Inspection; February 14, 1978

The operation is,located In Poison Canyon some 12 miles northwest of Grants, NM. 
The operation Is owned and operated by Ranchers Exploration and Development 
Corporation. The above named operation was formerly operated by Kop-Ran Develop? 
ment Corporation.

Employment;
Total 31
Underground 20
Surface 3

Work Schedule;
Hours per day 8

\ Shifts per day 2
bays per week 5

Lost-time Injuries to date; 1978-none 

Mine Telephone: 287-7012

Company Officials:
-----Paul—Matthevvs, General—Manager

Tim Hurley, Engineer 
Garth Logsdon,Mine Superintendent

Type of Operation: modified room and pillar

Fire drill; December 14, 1977; one due 7-6-78 

FIrst-ald training to date: 65^

Inspection Party; Ranchers Exploration and Development Corporation
Garth Logsdon, Mine Superintendent

State of New Mexico
Lorenzo Martinez, Deputy Inspector of Mines

.JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



I. D. No. 2901571 - Hope Mine
Ranchers Exploration & Development Corporation

July 5, 1978 
Page 2

GENERAL HEALTH AND SAFETY 

Stretchers, blankets and flrst-ald kits are available.

Employees are equipped with safety glasses and ear protection.

A fully equipped ambulance Is kept at the mine site.

Escape routes are marked.

HOIST

Safety dogs on cage were tested, checked and found to be In good working condition. 
Safety devices on the hoist were.tested and checked and found to be In good 
working condtilon. Both ropes (cables) were changed 10-22-77. Physical fitness 
records are up to date. Emergency hoist Is checked every month. Last time 
checked was June 17, 1978.

EXPLOSIVES MAGAZINES

The surface explosive magazines are posted and grounded. The explosive magazine 
was set on blocks during the last Inspection. Someone has used a cutting torch 
and removed the undercarriage from the magazine.

VENTILATION
Air readings were taken throughout the mine and the results are as follows:

503 west drift some 7,000 c.f.m.
500 drift some 8,500 c.f.m.
605 drift some 7,500 c.f.m.
603 drift some 6,250 c.f.m.
A12 drift some 8,000 c.f.m.

DIESEL

Diesel units were checked for CO, NO2 and exhaust temperature, the results are 
as follows:

\ i ^ t

No. 2 loader, ,CO - B^P.P.M., NO2 " 1 P.P.M., temperature - 120°F.
No. 3 loader, CO - 5 P.P.M., NO2 - 2 P.P.M., temperature - 120°F.
No. 1 truck, CO - 12 P.P.M.,.N02 - 2 P.P.M., temperature - 115®F.
No. 2 truck, CO - 7 P.P.M., MO2 ~ 2 P.P.M., temperature - 112°F.

ABATEMENT OF ORDERS ISSUED 2-U-78 _

Order No. 1, Section 63-28-6, NMSA; (57.3-22M) Abated 7-5-78.

Order No. 2, Section 63-28-6, NMSA; (57.3-22M) Abated 7-5-78.

Order No. 3, Section 63-28-6, NMSA; (57.3-22M) Abated 7-5-78.

Order No. k. Section 63-28-6, NMSA; (57.3-22M) Abated 7-5-78.



I. D. No. 2901571 - Hope Mine
Ranchers Exploration & Developitent Corporation

July 5, 1978 
Page 3

ABATEMENT OF NOTICES ISSUED 2-14-78 

Notice Ho. 4, SIM Rule No. 71-l(c); (57.12-18M) Abated 7-5-78.

Notice No. 5, SIM Rule No. 71-1(c); (57.6-122M) Abated 7-5-78.

Notice No. 6, Section 63-28-6, NMSA; (57.3-22M) Abated 7-5^78.

Notice No. 7, SIM Rule No. 71-3(c); (57.4-23M) Abated 7-5-78.

ORDERS ISSUED 7-5-78

Order No. 1, SIM Rule No. 71-1(c): Foot brake shalTbe replaced on No. 3 loader.
(Red Tagged). (57.9-3M) Abate by 7-12-78.

Order No. 2, SIM Rule No. 71-1 (c); Foot brake shall be repaired on No. 2 loader 
(Red Tagged). (57.9-3M) Abate by 7-12-78.

Order No. 3, SIM Rule No. 76-1 (c); Hand brake shall be repaired on No. 3 loader 
(Red Tagged). (57.9-37M) Abate by 7-12-78

NOTICES ISSUED 7-5"78

Notice No. 1, SIM Rule No. 74-2(c): An I.D. tag shall be provided for employeee
working In 605 drift (send to surface). (57.11-58M) Abated 7-5-78.

Notice No. 2, Section 63-28-9, NMSA: Vent bag shall be 30 feet from face In 605
drift. Abated 7-5-78.

Notice No. 3, Section 63-26-4, NMSA: Vent bag shall be provided In 503 drift before
setting up machine for drilling. Abated 7-5-78.

Notice No. 4, SIM Rule No. 74-2(c); An I.D. tag shall be provided for employee 
working In 503 drift (send to surface).—(-57.1H^8m)—Abatsd-7-5-78.---------------

Notice No. 5, Section 63-4-12, NMSA: Oil shall be cleaned from under hoist
drum In hoist building. (57.4-50M) Abated 7-5-78.

Notice No. 6, Section 63-28-91 NMSA: A sign for amount of people to ride cage
shall be posted at the collar of shaft and at each shaft level station. Abated 7-5-78.

Notice No. 7, Section 63-27-9(8), NMSA: Dry lumber or rubber mat shall be provided
on ground next to power boxes In surface shop. (57«12-20M) Abated 7-5-78.

Notice No. 8, Section 63-28-9, NMSA: Vent bag shall be repaired In 412 drift
50 feet from face. Abated 7-5-78.i

Notice No. 9, Section 63-28-6, NMSA: Additional ground support shall be provided
In 503 drift. (57.3-22M) Abate by 7-12-78.

Notice No. 10, Section 63-28-6, NMSA: Additional ground support shall be provided
In 500 drift. (57.3-22M) Abate by 7-12-78.



I. D. No. 2901571 - Hope Mine
Ranchers Exploration & Development Corporation July 5, 1978 

Rage A

The Inspection and notices Issued were discussed with Mr. Logsdon after the 
Inspection.

ACKNOWLEDGMENT

The courtesy and cooperation of Messrs. Logsdon and Magana and all employees 
contacted, are hereby gratefully acknowledged.

J t ,i

Inspected and Reported by; 
Lorenzo Martinez 
Deputy Inspector of Mines

JOE D. LONG/
State Inipcctor

E SR.
Mmci



JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

SAFETY & CHECKUPREPoimnnrasPECTioN

Mine
JvTyped duly 21, 1378

A^^ection)
I. D. Ho. 290IS7I r Hope Mlno 

. . RAO£hsrfi.Exploration A.IItexolopniOAt aorporatioo)/
(Name) ^

.. .. .. .. ........... .. &arth.Lp6.8.dpri ,..rU no Super Jjntendeni ....
(Classification of Mine) (County in which located) (Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted.

QEMERAI. IMFORHATIOM

Date of previous Inspection: February lA, 1376

The operation Is located In Poison Canyon soae 12 miles northwest of Grants. HM. 
The operation Is ovned and operated by Ranchers Exploration and Oevelopmnt
TO^rtoE*^r't/*'*‘ operatl<^ was formerly operated by Kop-Ren Develop-

Employment:
Total 31
Underground 28
Surface 3

Work Schedule:
Hours per day 8
Shifts per day 2
Days per week 5

Lost-tl»ae Injuries to date: l97a-none

Hine Telephone: 287-7012

Company Officials:
—FeuLMatthews t-Oeneral-Hanager

TIo Hurley, Engineer 
earth Logsdon,Hlne Superintendent

Type of Operation: modified room and pillar

Fire drill: DeeeBl)er lA, 1977; one due 7-6-78 

FIrst-ald training to date: 65S

Inspection Party: ganchers Exploration and Corporation
Carth Logseten/MlneSi^rlnten^fikMit

State of Hew MexicoLorenzo Martinez, Deputy lnV«or of Hines

JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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CEHERAL HEALTH SAf^ETY 

Stretchers, blankets and first-eld kits are available,

Employees are equipped with safety glasses and aar protection.

A.fully equipped a^ulanee Is kept at the min© site.

Escape routes are aisrked.

HOIST

Safety «k»gs on cage were tested, checked anS fo»«d to be In good v«>rklng condition. 
Safety devices on the hoist were tested and checked anfl found to be In good 
working condtMon. Both ropes (cables) were choggod lD-22-7/. Physical fitness 
records are up to date. Emerggsey hoist Is checked every isonth. Lost time 
checked was June 17, I97S.

EXPLOSIVES iiASAZINES

The surface explosive sajjaalnos are posted and grounded. The explosive raagazine 
was set on blocks during the last inspection. Someone has used e cuttino torch 
and removed the undercarriage from the magazine.

VEHTIUTION

Air readings were taken throughout the mine and the results are as follows:

503 west drift soroo 7,000 c.f.m.
503 drift some S,530 c.f.ra. 
ii05 drift some 7,500-c.f.m.
603 drift some 6,250 c.f.m.
^12 drift some U,000 c.f.ra.

• DIESEL

Diesel units were checked for CO, NO2 and exhaust temperature, the results are 
as follows;

No. 2 loader,'CO r S P.P.H.HO2 •• 1 P.P.H., temperature •' 12u®f.
Ho. 3 loader, CO > 5 P.P.H., HO2 - 2 P.P.H., temperature - I20”F.
No. I truck, CO ~ ,|2 P.P.H., NO2 r 2 P.P.H., temperature •* IISOF.
Ho. 2 truck, CO •» 7 P.P.M., mz “ 2 F.P.M., temperature - II2^F.

ASATEMENT OF ORDERS ISSUED 2-1^1-78

Order Ho. 1, Sacticp. 63-2E-6, HHSA. (57.3-22il) Abated 7-5-?3.

Order Mo. 2, Section 63“23~6, HRSA; (57.3-22M) Abated 7-5-78.

Order ho. 3. Section 63-28-6, H.^SSA; (57.3-22H) Abated 7-5-78.

Order Ho. A, Section 63-28-6, flMSA; (57.3-22M) Al>ated 7-5*78.



I. 0. Mo. 2901571 - Hope Mine
Ranchers Exploration & Bevelopcant Corporation July 5, 1973 

Page 3

ASATEMEHT OF NOTICES ISSUED 2-H-78 

Motice Ho. A. SIH Rule Ho. 7l-l(c)t (S7.ia-1SH) Abated 7*5-78.

notice Ho. 5, SIM Rule Ho. 7I-I(c)} (57.6-I22H) Abated 7-5-?3.

Hotic® Ho, 6, Section 63-aS-(i, HMSAj (57.3-22H) Abated 7-5-73.

Notice Ho, 7, SIM Rule Ho. 71-3(c)^ (57.A-23M) Abated 7-5-70.

ORDERS ISSUED 7-5-78
Order Ho. I SIM Rule Ho. 71-1 (c)t Foot brake shall be replaced on Ho, 3 loader.
(Red Tagged). (57.S-3H) Abate by 7-12-73.

Order Ho. 2, SIH Rule Ho. 71-Uc): Foot brake shall be repslrad on Ho, 2 loader
(Red Tanged). (57.9-3M) Abate by 7-12-78.

Order Ho. 3, SIH Rule Ho. 76-l(c): Harrf brake shall be repaired on Uo. 3 loader
(Red Tagged). (57.5-37M) Abate by 7-12-?S

H0TICE5 ISSUED 7-5-73

Notice Ho. I, SIrt Rule Ho. ?n-2(c)! An I.D. tan shall be provided for e«H>loyeee 
working In 60S drift (send to surface). (5/.1I-5SM) Abated 7-5-73.

Notice Ho. 2, Section 63-28-3. RMSAj Vent bag shall be 30 fpat fro® face In 60S 
drift. Abated 7-5-73.

liotlce Mo. 3* Section &3-2b-^» HMSA: Vent bag shall be provided In 50^ drift before
setting up mchine €br drilling. Abated 7-5-7c.

Notice No. kt SIM Rule No, 7^-2(c)? An I.D. tog shall bo provided for employee 
working In 503 drift (send to surface). (57.U-53M) Abated 7-5-73. _____

Notice Ho. 5, Section 63-^-l2, HHSA! Oil shall bo cleaned from wder hoist 
drum In hoUt building. (57.^-50M) Abated 7-5-7S.

Hotlco No. 6, Section 63-28-91 NMSA: A sign for amount of people to ride cage
Shall he posted at the collar of shaft and at each shaft level station. Abated 7-5-73.

Notice No. 7, Section 63-27-3(b), KMSA: Dry lumber or rubber mat shall bo provided
on ground next to jwswer boxes In surface shop. (57.U-20H) Abated 7-5-78.

notice Ho. d, Sectioit 63-28-9, KHSAs Vent bag shall be repaired In 1|12 drift 
59 feat from faco. Abated 7-5-78.

Notice No. 9, Section 63-23-6, HMSA: Additional ground support shall be provided
In 503 drift. (37.3-22M) Abate by 7-12-78.

Notice Ro. 10, Section 63-2b-6, HHSA: Additional ground support shall be provided
In 500 drift. (57.3-22M) Abate by 7-12-70.



I. D. Mo, 2001571 Hopo fUoo
Ranchers Exploration & Development Corporation

July 5, 1973 
h

The Inspection and not 1cosCIssued wore discussed with Hr. kogsdon after the 
inspection.

AEiCHOWLECSMEJlT

Tins courtesy and cooperation of Hessrs, Logsdon and Hagana and all employees 
contacted, are hereby gratefully acknowledged.

Inspected and Reported by: 
Lorenzo HartInez 
Deputy Inspector of Hines

. JOE D LONGAOf^ SR
State Inspector Mines

Approved



WAITED STATES DEPARTf^ENT OF THE INTERIOR 
MINING EMFORCEPENT AiJD SAFETY 
Metal and Nonnetal Mine Health "SM^^fety 

South Central District 
1100 Commerce Streeb^^Qi

Identif ii^|jtaio#*No

htuery
57 - UG 

N-04

Dallas, Texas

29-01571
Inspection Date(s): July 25-26. 1977
Inspection No. __5

Ranchers Exploration and 
Development Corporation 

P.O. Box 6217
Albuquerque, New Mexico 87107

HEALTH AND SAFETY INSPECTION REPORT 
This report is based on an inspection made pursuant to Section 4 of 
the Federal Metal and Nonmetallic Mine Safety Act (80 Stat. 772).

Company: Ranchers Exploration and Development Corporation_________________ ______

Mine Name: Hope Mine Telephone No. 505/287-7012

State: New MexicoCity: Grants County: McKinley
Location: 12 miles north of Grants

Type of I'ine: Underground Mining Method: Room-and-Pillar Product: Uranium

No. of Employees: 31 Work Schedule: Hours/shift 8 Shifts/day 2 Days/week 5

MESA Inspector(s) : ______ Miguel A. Bernal, Metal and Nonmetal Mine Inspector

Company Official: Paul Mathews, General Manager

Union Representative(s): None

Inspection Party: Garth Logsdon, Mine Superintendent \
Alfred Magana, Electrician Foreman___________

^^dward Earl Roney, Deputy Inspector of Mines

Remarh.s • No. of LAST SAFETY NOTICE Issued _ ^ Date Issued
No. of LAST ORDER Issued -- Date Issued
No. of LAST HEALTH NOTICE Issued Date Issued
No. of OUTSTANDING NOTICES --No. of DISABLING INJURIES-]076 2
accident(s): No. this calendar year 1 Date of last Aoril 27. 1977

Yes(x ) - ComplianceCx ) Noncompliance( )
) Yes(x ) - Permit Number

May 26, 1977

ATF; Mo( )
Permit: No(
Date of last fire drill (Underground mines only): ________
Part 5S; Compliance(x ) Nonconpliancc( ) - Action taken
Date of last Self-Rescuer Training: March 15, 1977
Date of last Mine Emergency Training: March 15, 1977
Due to newness of mine superintendent, he has no knov7ledge of all company records. 
Advised him to start his own records for future reference
A State Plan Agreement was in effect in New Mexico during this inspection. ____



Air samples were collected during this inspection and have been 
sent to MESA laboratory facilities for analysis. A supplement 
to this report will be prepared when analytical results of these 
samples are received,

VIOLATIONS ELIMINATED DURING THE INSPECTION

The symbol (SN) indicates a State Notice and (SO) indicates a 
State Order was written and abated by the deputy inspector of 
mines during this inspection. Mandatory standards are indicated 
by (M) after the reference number.

(SN) 57.4-4(M); The flammable liquids in the surface warehouse 
were not stored in a fireproof cabinet.

(SN) 57.14-1(M); The universal coupling on the hoist motor was 
not guarded.

(SN) 57.14-1(M); The pulleys on the surface standby generator 
were not guarded.

(SN) 57.12-32(M); The cover for the junction box in the surface 
standby generator building was missing.

(SN) 57.12-34(M); The light bulbs at the 1-5 level near station 
were not guarded.

(SN) 57.19-45(M); A bonnet was not provided on top of cage for 
riding or working.

(SN) 57.11-50(M); A secondary escapeway was not provided for 
emergency purpose.

(SN) 57.4-4(M); The gas container was removed.

(SN) 57.4-23(M); Fire extinguisher was replaced.

(SN) 57.15-5(M); A safety belt with line was worn.

(SN) 57.4-33(M); Compressed gas cylinders were turned off.

(SN) 57.4-23(M); Fire extinguisher was replaced.

(SN) 57.4-23(M); Fire extinguisher was replaced.

(SN) 57.4-4(M); Trash was removed.

(SN) 57.9-87(M); Backup alarm was repaired.



(SN) 57.11-12(M); The manhole cover was put in place.

(SN) 57.6-l(M); Explosives were removed from 1-5 level station.

(SN) 57.13-21(M); A safety chain was installed.

(SN) 57.6-92(M); Explosives were removed.

(SN) 57.6-1(M); Detonators were returned to main magazine.

(SN) 57.4-4(M); Trash was removed from cap magazine.

(SN) 57.4-4(M); Trash was removed from explosives magazine.

(SN) 57.4-4(M); Drill oil was removed from 1-5 station.

(SN) 57.3-22(M); Scale was removed from rib of 400 drift.

(SN) 57.6-27(M); A cover was installed on the explosives magazine 
of the 400 drift.

(SN) 57.12-25(M); A secondary ground was installed.

(SN) 57.12-32(M); A junction box cover was installed.

(SN) 57.6-20(e)(M); Ground wire was reconnected on surface detonator 
magazine.

(SN) 57.6-20(e) (M); Ground wire was installed on the surface 
explosives magazine.

(SN) 57.4-4(M) 

(SN) 57.4-2(M) 

(SN) 57.4-2(M)

Used oil outside of air compressor room was remo^red.

"No Smoking or Open Flames" signs were posted.

"No Smoking or Open Flames" signs were posted.

VIOLATIONS COVERED BY 
PROMULGATED STANDARDS

Violations on which the deputy inspector of mines took action are 
indicated by symbol (SN) for State Notice and (SO) for State Order 
preceding the violation. Mandatory standards are indicated by (M) 
after the reference number.

(SO) 57.6-47(M); The front-end loader being used to transport 
explosives in dipper was not lined or provided with a wooden box.

\ '



(SN) 57.12-20(M); The electric control panel at the 1-5 level 
shop was not provided with a wooden platform or insulated mat on 
the floor.

in an upright position.

(SN) 57.14-1(M); The protruding shaft on the emergency hoist motor 
was not guarded.

(SN) 57.14-1(M); The left side of the long-hole machine was not 
guarded.



UNITED STATES DEPARTMENT OF THE INTERIOR 
MINING ENFORCEMENT AND SAFETY ADMINISTRATION 

Metal and Nonmetal Mine Health and Safety 
South Central District 
]100 Commerce Street 
Dallas, Texas 75202

Ranchers Exploration and Development 
Corporation 

Hope Mine 
P.O. Box 6217
Albuquerque, New Mexico 87107

SUPPLEI-IENT To Inspection No.
Date(s) of Inspection July 25-26, 1977

Inspector(s) Miguel A, Bernal

Identification No. 29-01571

Air samples collected during the above-referenced inspection 
indicate the air was of satisfactory quality at the times and 
places of sampling.



7/25/77TABLE 1 - ANALYSES OF AIR SAMPLES COLLECTED
hope mine oAv.nAxTT, Ranchers Exploration Development

COMPANY Coro, .New MexicoMINE/MILL STATE
8/1/77Dallas, TXM. A. BernalCOLLECTED BY DATE REC'DSUBDISTRICT OFFICE

DATE
AND
TIME

LAB
NUMBER

BOTTLE
NUMBER

LOCATION IN MINE CARBON
DIOXIDE

CARBON
MONOXIDEOXYGEN

AOO drift face 7/25/77 
1:15 pm

1:^5 pm

G7-1922

31*8 pillar strip east 20.87.'13310

ftUG 0 31977
DATE .SIGNED / ^ .

Denver Technical Support Cchter



UNITED STATES DEPARTMENT OF THE INTERIOR 
MINING ENFORCEMENT AND SAFETY ADMINISTRATION 

Metal and Nonmetal Mine Health and Safety 
South Central District 

1100 Commerce Street 
Dallas, Texas 75202

Ranchers Exploration and Development 
Corporation 

Hope Mine 
P.O. Box 6217
Albuquerque, Nexj Mexico 87107

SUPPLEMENT To Inspection No. ____
Date(s) of Inspection ______May 15-16. 1977

Inspector(s) Omer H. Sauvageau

Identification No. 29-01571

Dust sampling results and other pertinent data included in the attached table.
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Sampling Method

The dust co iccntration results Included In this report were obtained by 
the gravimetric dust sampling method, R.esults are milligrams of respirable 
dust per ct^ic meter of air (mg/m^).

The dust sampling equipment used consisted of an air pump, 37 mm diameter,
5 micron pore size filter, and a 10 mm cyclone dust classifier in series 
with the filter. All components were interconnected by tubing and/or 
fittings to maintain a negative pressure at the cyclone inlet. Sampling 
equipment was of the "personal" type and the cyclone and accompanying filter 
assembly were located in the breathing zone of each person sampled.

As air was drawn through the sampling device, the respirable dust was deposited 
on the filter, with the coarser dust being dropped into the grit pot of the 
cyclone.

The equipment used met the requirements of the American Conference of Govern
mental Industrial Hygienists for "respirable" dust sampling and was operated 
at an air flow rate of 1.7 liters per minute. The flow rare of the apparatus 
was checked prior to use and was periodically checked during sampling to 
ensure that the flow rate was maintained. ^

Each filter was weighed prior to and after sampling, with the difference in 
weight being the amount of dust collected on the filter, ^

Free Silica (Si02)

Free silica (alpha quartz) analyses were made from the respirable fraction 
of dust deposited on the filter. The sample location and the results 
obtained are shown in the appended table(s).

Threshold Limit Value (TLV)

The 1973 edition of "Threshold Limit Values of Airborne Contaminants and 
Physical Agents", as published by the American Conference of Governmental 
Industrial Hygienists, was the source of the applicable Threshqld Limit 
Values. The TLV, in mg/ra^| is the limiting value for exposure to silica
bearing dust for a 7 to 8-hour \Jorkday,

The TLV's were calculated for each sample from the following equation;

TLV (in ng/m^)
7. SiOz + 2

The Time Weighted Average (Tl'JA) concencrations were calculated from the 
following equation:

TUA Cone (mg/m3) Dust \;eight (mel
flew rate (lit./min,) x time (min.) x .001 m^/lit. 

TWA concentrations exceeding the TLV indicate overexposure.



Uranium29-01571 May 16, 1977 Product:Date:Mine ID No

Hope MineMine Name:

Type of Sample AnalyzedMethod ol: Peterrnination

Welding FumeX-Ray Diffraction

Total Airborne DustOther

Respirable Airborne Dust

Occupar.ion and 
Location

Sample TLV 
Weight (mg/

(iTIgl ____

TWA
Cone.

jName and Social 
Secun ty No.

Contaminant ContsminaiiL
Amount

Dare 
Sampled, 

Sample No.

Miner 
500 Stope

05/16/77 
Filter No. 556

Stan Henry Silica

05/16/77 
Filter No. 551

Ron Pemelton Miner 
404 Drift

Silica

05/16/77 
Filter No. 552

SilicaDavid Chavez Skip Tender 
Station

05/16/77 
Filter No. 553

SilicaJerry Kinkade Loader Operator 
General Mine

05/16/77 
Filter No. 555

SilicaRon Johnson Miner
316 South Stope

^Insignificant amount detected durii ,g the sampling i eriod

TED TLV(s) APPLIESTHE ABOVE CALCULI ONLY TO THE PER' ;0N INDICATED ON THE DAY SAMP
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JOED LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

c.-Tl

CJU-V

SAFETY & CHECKUP
REPORT OF INSPECTION

rAo.ttW'OS- 

fT\cvr V^fvc- u.

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

I. D. No. 2901571 - Hope Mine
(Ranchers Exploration and Development Corp.)

(Name) { Mine }
Typed August 1, 1977 
July 25,26, 1977

(Date of Inspection)

Uranium
(Classification of Mine)

McKinley
(County in which located)

.Garth Logsdon,. Mine.Superintendent......
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted

GENERAL INFORMATION

Date of previous inspection: March 29, 1977.

The operation is located In Poison Canyon some 12 miles northwest of Grants, New 
Mexico. The operation is owned and operated by Ranchers Exploration and Develop
ment Corporation. The above named operation was formerly operated by Kop-Ran 
Development Corporation.
Employment:

Total 31
Underground 27
Surface A

Work Schedule:
Hours per day 8
Shifts per day 2 
Days per week 5

Lost-time injuries to date: none

Mine telephone: 287-7012

Company Officials:
Paul Matthews, General Manager 
Tim Hurley, .Engineer,
Garth Logsdon, Mine Superintendent 

Type of operation: modified room 6 pillar

Fire drill; May 26, 1977

First-aid training to date: 50^

Inspection Party: Ranchers Exploration and Development Corporation
Garth Logsdon, Mine Superintendent 
A1 Magana, Electrical Foreman

JOE D. LONGACRE, SR.
#

State loepector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



I. D. No. 29S1571 ^ Hope Mine
(Ranchers Exploration and Development Corp.)

July 25,26, 1977 
Page 2

Mining Enforcement and Safety Administration 
Mike Bernal, Metal and Nonmetal Mine Inspector

State of New Mexico
Earl Roney, Deputy Inspector of Mines

GENERAL HEALTH AND SAFETY

Stretchers, blankets and flrst-ald kits are available.

Employees are equipped with safety glasses and ear protection.

A fully equipped amublance Is kept at the mine site.

HOIST

Safety dogs on the cage were tested, checked and found to be In good working 
condition. Safety devices on the hoist were tested and checked and after minor 
adjustments were found to be In good working condition.

Cables on the cage and counterweight were cut on both ends 7-23-77.

EXPLOSIVES MAGAZINES

The surface explosive magazines are posted. The ground wires on the cap magazine 
had to be reconnected. The powder magazine was not grounded. The powder magazine 
Is mounted on wheels and could be pulled away, this was corrected.

DIESEL
The following diesel units were tested and checked and the results are as follov/s: 
No. 1 Youngbuggy, CO - 10 P.P.M., NO^ - no trace, exhaust'jtemperature - 100°F.;
No. 2 Youngbuggy, CO - 25 P.P.M., NO^ - a trace, exhaust temperature - 98°F.,
Elmco No. 1 front-end loader, CO - 20 P.P.M., NO^ - no trace, exhaust temperature - 
110°F.

VENTILATION

In order to be In compliance with the State and Federal Safety Standards, the cubic 
feet of air per minute required for the diesel units being used underground are 
3,300. Each man shall be provided with an additional 500 c.f.m.

Air flow from the fan bags at various locations was checked and the results are as 
follows; ^00 drift some 4,100 c.f.m.; 321 N.W. drift some 1,700c.f.m.; 500 drift 
some 1,800 c.f.m.

ABATEMENT OF NOTICES ISSUED 3-10-77 

Notice No. 18, SIM Rule No. 74-3(2a); (57.H-53M) Abated 3-17-77.

Notice No. 19, Section 63-25-7, NMSA; (57-6-27M) Abated 3-17-77.



I. D. No. 2901571 *■ Hope Mine
(Ranchers Exploration and Development Corp.)

July 25,26, 1977 
Page 3

ABATEMENT OF ORDER ISSUED 3-29“77 

Order No. 1, Section 63-26-4, NMSA; Abated 7-26-77.

ABATEMENT OF NOTICES ISSUED 3-23-77 

Notice No. 4,"'Section 63-28-6, NMSA; (57.3-22M) Abated 7-26-77.
f

Notice No. 5, Section 63-28-20, NMSA; (57.15-lM) Abated 7-26-77.

Notice No. 6, Section 63-28-6, NMSA; (57.3-22M) Abated 7-26-77.

ORDERS ISSUED 7-26-77

Order No. 1, Rule No. 3, Page 119*. Provide a vehicle to transport explosives on 
surface that meets State and Federal Safety Standards. (57.6-47M) Abate by 
8r2r77. ' “ ,

Order No. 2, Rules No. 7, Page 124; Wire back and stop advancement In 318 pillar 
stope east for 10 days. Employee was more than 10 feet ahead of permanent ground 
support and had most of drift round drilled out. Abate by 8-3-77.

NOTICES ISSUED 7-26-77

Notice No. 1, SIM Rule No. 71-1(c): Remove five gallon gasoline can from standby
generator room (fire hazard^ (57.4-4M) Abated 7-26-77.

Notice No. 2, Section 63-28-9, NMSA; Remove wire from wrist pin on top of cage and 
secure properly. Abated 7-26-77.

Notice No. 3, SIM Rule No. 71-3(c); Replace discharged fire extinguisher hSar 
shaft collar. (57.4-23M) Abated 7-26-77.

Notice No. 4, SIM Rule No. 71-2(c);__Employee rldlng-On_tQp_of_cage_shaLLweac_a--------------
safety belt. (57.15-5M), Abated 7-26-77.

Notice No. 5, SIM Rule No. 71--l(c): Provide a "no smoking" or "open flame" sign for
oil storage area on 1-5 level. (57.4-2M) Abated 7-26-77.

Notice No. 6; SIM Rule No; 71-2(c); Unattended compressed gas cylinders shall be 
turned off and the hoses shall be bled. (57.4-33M) Abated 7-26-77.

Notice No. 7, SIM Rule No. 71-3(c); Replace fire extinguisher on No. 1 Youngbuggy. 
(57.4-23M) Abated 7-26-77.

Notice No. 8, SIM Rule No. 71-3(c); Replace fire extinguisher on No. 1 front-end loader. 
(57.4-23M) Abated 7-26-77.

Notice No. 9, SIM Rule No. 71-1(c); Remove trash from the 1-5 shop. (57.4-4M)
Abated 7-26-77.
Notice No. 10, SIM Rule No. 76-1(c); Provide a back-up alarm for the 950 Caterpillar 
front-end loader. (57.9-87M) Abated 7-26-77.



I. D. No. 2901571 r Hope Mine
(Ranchers Exploration and Development Corp.)

July 25,26, 1977 
Page k

Notice No. 11, Section 63-28-5, NMSA: Cover opening to air and water valves near
shaft collar. (57.H-12M) Abated 7-26-77.

Notice No. 12, Section 63-25-1, NMSA: Remove water gel from 1-5 station. (57.6-lM)
Abated 7-26-77.

Notice No. 13, SIM Rule No. 75-l(c): Provide a safety tie from live end of air hose
In 408 crosscut. (57.13-21M) Abated 7-26-77.

Notice Mo. 14, SIM Rule No. 71-2(c); Remove deteriorated explosives from 400 drift. 
(57.6-92M) Abated 7-26-77. .

Notice No. 15, Section 63-25-1, NMSA: Put electric caps in the 400 drift in ,the
1-5 cap magazine. (57.6-lM) Abated 7-26-77.

Notice No. 16, SIM Rule No. 71-1(c); Remove trash from around the 1-5 cap magazine. 
(57.4-4M) Abated 7-26-77.

Notice No. 17, SIM Rule No. 71-1(c); Remove trash from around the 400 drift explo
sives magazine. (57.4-4M) Abated 7-26-77.

Notice No. 18, SIM Rule No. 71-l(c): Remove drill oil from the 1-5 station. (57.^-
4m) Abated 7-26-77.

Notice Ho. 19, Section 63-28-9, NMSA: Extend fan bag to within 30 feet of face in
400 drift. Abated 7-26-77.

Notice No. 20, Section 63-28-6, NMSA: Scale ribs In 400 feet drift before mucking.
(57.3-22M) Abated 7-26-77-

Notice No. 21, Section 63-25-7, NMSA: Provide a cover for explosives for the 400
drift. (57.6-27M) Abated 7-26-77.

Notice No. 22, Section 63-27-8, NMSA; Provide a secondary ground for the portable 
L i nCO 1 n ore we 1 der.—(57 rl 2^25M)—Ab-ateci-7=26^77r

Notice No. 23, SI MRule Ho. 75-2(c): Replace Junction box cover on hoist motor.
(57.12-32M) Abated 7-26-77.

Notice No. 24, Section 63-25-2, NMSA; Reconnect ground wires on surface cap magazine. 
(57.6-20(e)M) Abated 7-26-77.

Notice No. 25, Section 63-28-9, NMSA: Immobilize surface explosives magazine.
Abated 7-26-77.

Notice No. 26, Section 63-25-2, NMSA; Ground surface explosives magazine. (57.8-20(e)M) 
Abated 7-26-77.

Notice No. 27, SIM Rule No. 71-1(c): Remove used oil from open container outside
compressor room. (57.4-4M) Abated 7-26-77.

Notice No. 28, SIM Rule No. 71-1(c): Provide a "no smoking" or "open flame" sign
for surface oil storage area. (57.4-2M) Abated 7-26-77.



I. D. No. 2901571 - Hope Mine
(Ranchers Exploration and Development Corp.)

July 25,26, 1977 
Page 5

Notice No. 29, SIM Rule No. 71”1(c); Provide a "no smoking" or "open flame" sign 
at diesel fueling area. (57.^-2M) Abated l-lh-ll.

Notice No. 30, SIM Rule No. 7I-I(c); Secure compressed gas cylinders at surface 
storage area. (57.16-5M) Abate by 8-2s77.

Notice No. 31, Section 63-28-I6, NMSA: Guard protruding shaft on emergency hoist
motor. (57.1^’IM) Abate by 8-2-77.

Notice No. 32, SectIon^63-28-l6, NMSA; Guard fan pulleys on surface standby generator. 
(57.1^-IM) Abate by 8-2-77.

Notice No. 33, SIM Rule No. 75-2(c): Provide a junction box cover on panel In surface
standby generator building. (57.I2-32M) Abate by 8-2-77.

Notice No. 3^, Section 63-^“l2, NMSA: Guard two light bulbs on 1-5 level near
station. (57.I2-3AM) Abate by 8-2-77."“

Notice No. 35, Section 63-28-9, NMSA; Provide a dust control device for the 1-5 
shop grinder. Abate by 8-2-77.

Notice No. 36, SIM Rule No. 71-1(c): Provide a bonnet above cage when riding or 
working on top of cage. (57.19-45M) Abate by 8-9-77.

Notice No. 37, Section 63-28-I6, NMSA: Provide a guard for the left side of the
long hole machine. (57.14-IM) Abate by 8-9-77.

Notice No. 38, SIM Rule No. 71-1 (c); Provide a metal cabinet for spray paint and 
other flammabies In surface warehouse. (57.A-4M) Abate by 8-9-77.

Notice No. 39, Section 63-28-I6, NMSA; Guard universal coupling on hoist motor.
(57.14-1M) Abate by 8-2-77-
Notice No. SIM Rule Mo. 74-3(c); Provide escape route signs for the 1-5 level. ___
(57.1I-53M)“Aba"te by 8-2-77.

Notice No. 41, Section 63-27“9(b), NMSA; Provide an insulating mat under electric 
control panel In the 1-5 shop. (57.I2-20M) Abate by 8-2-77.

The notices Issued were discussed with Messrs. Magana and Logsdon, after the Inspection 
was completed.

ACKNOWLEDGMENT

The courtesy and cooperation extended throughout and after the Inspection are 
hereby gratefully acknowledged.

Inspected and Reported by; 
Earl Roney
Deputy Inspector of Mines

Approved .
JOE D. LONGA'

. State Inspector <
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JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E., SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

c.-Tl
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SAFETY & CHECKUP
REPORT OF INSPECTION

tt"V.ewJ S'
Yr^£^^^ 
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SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

I. D. No. 2901571 - Hope Mine
(Ranchers Exploration and Development Corp.)

(Name)

Uranium
(Classification of Mine)

HcKinleY
(County in which located)

{ Mine }
Typed August 1, 1977 
July 25,26, 1977

(Date of Inspection)

Garth Logsdon, Mine Superintendent
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted:

GENERAL INFORMATION

Date of previous inspection: March 29, 1977.

The operation is located in Poison Canyon some 12 miles northwest of Grants, New 
Mexico. The operation is owned and operated by Ranchers Exploration and Develop
ment Corporation. The above named operation was formerly operated by Kop-Ran 
Development Corporation.

Employment:
Total 31 
Underground 27 
Surface k

Work Schedule:
Hours per day 8 
Shifts per day 2 
Days per week 5

Company Officials:
Paul Matthews, General Manager 
T i m„H u r 1 ey ,._Eng I nee r_
Garth Logsdon, Mine Superintendent 

Type of operation; modified room & pillar 

Fire drill: May 26, 1977

First-aid training to date: 50%Lost-time injuries to date: none

Mine telephone; 287-7012

Inspection Party: Ranchers Exploration and Development Corporation
Garth Logsdon, Mine Superintendent 
A1 Magana, Electrical Foreman

JOE D. LONGACRE, SR.
*

State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE



I. D. No. 29S1571 ^ Hope Mine
(Ranchers Exploration and Development Corp.)

July 25,26, 1977 
Page 2

Mining Enforcement and Safety Administration 
Mike Bernal, Metal and Nonmetal Mine Inspector

State of New Mexico
Earl Rpney, Deputy Inspector of Mines

GENERAL HEALTH AND SAFETY

Stretchers, blankets and first-ald kits are available.

Employees are equipped with safety glasses and ear protection.

A fully equipped amublance is kept at the mine site.

HOIST

Safety dogs on the cage were tested, checked and found to be In good working 
condition. Safety devices on the hoist were tested and checked and after minor 
adjustments uere found to be In good working condition.

Cables on the cage and counterweight were cut on both ends 7“23“77.

EXPLOSIVES MAGAZINES

The surface explosive magazines are posted. The ground wires on the cap magazine 
had to be reconnected. The pcwder magazine was not grounded. The powder magazine 
Is mounted on wheels and could be pulled away, this was corrected.

DIESEL
The follaving diesel units were tested and checked and the results are as follov«: 
No. 1 Youngbuggy, CO - 10 P.P.M., NO^ - no trace, exhaust'>temperature - 100°F.;
No. 2 Youngbuggy, CO - 25 P.P.M., NO^ - a trace, exhaust temperature - 98°F.,
Elmco No. 1 front-end loader, CO - 20 P.P.M., NO^ - no trace, exhaust temperature - 
110°F.

VENTILATION

In order to be in compliance with the State and Federal Safety Standards, the cubic 
feet of air per minute required for the diesel units being used underground are 
3,300. Each man shall be provided with an additional 500 c.f.m.

Air flow from the fan bags at various locations was checked and the results are as 
follows; AOO drift some 4,100 c.f.m.; 321 N.W. drift some 1,700 c.f.m.; 500 drift 
some 1,800 c.f.m.

ABATEMENT OF NOTICES ISSUED 3-10-77 

Notice No. 18, SIM Rule No. 74-3(2a); (57.H-53M) Abated 3-17-77.

Notice No. 19, Section 63-25-7, NMSA; (57.6-27M) Abated 3-17-77.
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ABATEMENT OF ORDER ISSUED 3-29-77 

Order No. 1, Section 63-26-4, NMSA; Abated 7-26-77-

ABATEMENT OF NOTICES ISSUED 3-29-77 

Notice No. 4,'"SectIon 63-28-6, NMSA; (57-3-22M) Abated 7-26-77.

Notice No. 5, Section 63-28-20, NMSA; (57.15-lM) Abated 7-26-77- 

Notice No. 6, Section 63-28-6, NMSA; (57.3-22M) Abated 7-26-77-

, ORDERS ISSUED 7-26-77

Order No. 1, Rule No. 3, Page 119: Provide a vehicle to transport explosives on 
surface that meets State and Federal Safety Standards. (57.6-47M) Abate by 
8=2r77-

Order No. 2, Rules No. 7, Page 124: Wire back and stop advancement in 318 pillar
stope east for 10 days. Employee was more than 10 feet ahead of permanent ground 
support and had most of drift round drilled out. Abate by 8-3-77.

NOTICES ISSUED 7-26-77

Notice No. 1, SIM Rule No. 7l-l(c): Remove five gallon gasoline can from standby
generator room (fire hazard). (57-4-4M) Abated 7-26-77.

Notice No. 2, Section 63-28-9, NMSA: Remove wire from wrist pin on top of cage and
secure properly. Abated 7-26-77.

Notice No. 3, SIM Rule No. 71-3(c): Replace discharged fire extinguisher near
shaft collar. (57-4-23M) Abated 7-26-77.

Not ice No._4,_ SIM Rule No. 71-2(c); Employee ridl.ng_Qn_tQp_af_cage_sha-U_wear_a--------------
safety belt. (57-15-5M). Abated 7-26-77.

Notice No. 5, SIM Rule No. 71“l(c): Provide a "no smoking" or "open flame" sign for
oil storage area on 1-5 level. (57.4-2M) Abated 7-26-77.

Notice No. 6; SIM Rule No. 71-2(c): Unattended compressed gas cylinders shall be
turned off and the hoses shall be bled. (57.4-33M) Abated 7-26-77.

Notice No. 7, SIM Rule No. 71-3(c): Replace fire extinguisher on No. 1 Youngbuggy.
(57.4-23M) Abated 7-26-77*

Notice No. 8, SIM Rule No. 71-3(c): Replace fire extinguisher on No. 1 front-end loader.
(57.4-23M) Abated 7-26-77.

Notice No. 9, SIM Rule No. 71-1(c): Remove trash from the 1-5 shop. (57*4-4M)
Abated 7-26-77.

Notice No. 10, SIM Rule No. 76-l(c): Provide a back-up alarm for the 950 Caterpillar
front-end loader. (57.9-87M) Abated 7-26-77.
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Notice No. 11, Section 63-28-5, NMSA:' Cover opening to air and water valves near 
shaft collar. (57.H-12M) Abated 7-26-77.

Notice No. 12, Section 63-25-1, NMSA: Remove water gel from 1-5 station. (57.6-IM)
Abated 7-26-77.

Notice No. 13, SIM Rule No. 75-I(c): Provide a safety tie from live end of air hose
in 408 crosscut. (57.13-21M) Abated 7-26-77.

Notice No. 14, SIM Rule No. 71-2(c): Remove deteriorated explosives from 400 drift.
(57.6-92M) Abated 7-26-77.

Notice No. 15, Section 63-25-i, NMSA: Put electric caps in the 400 drift in the
1-5 cap magazine. (57.6-IM) Abated 7-26-77.

Notice No. 16, SIM Rule No. 71-1(c): Remove trash from around the 1-5 cap magazine.
(57.4-4M) Abated 7-26-77. ^

Notice No. 17, SIM Rule No. 71-1(c): Remove trash from around the 400 drift explo
sives magazine. (57.4-4M) Abated.7-26-77.

Notice No. 18, SIM Rule No. 71-l(c): Remove drill oil from the 1-5 station. (57.4-
4m) Abated 7-26-77.

Notice No. 19, Section 63-28-9, NMSA: Extend fan bag to within 30 feet of face in
400 drift. Abated 7-26-77.

Notice No. 20, Section 63-28-6, NMSA: Scale ribs In 400 feet drift before mucking.
(57.3-22M) Abated 7-26-77.

Notice No. 21, Section 63-25-7, NMSA: Provide a cover for explosives for the 400
drift. (57.6-27M) Abated 7-26-77.

Notice No. 22, Section 63-27-8, NMSA: Provide a secondary ground for the portable
Lincoln o re we 1 derr^ (57^12-25M)^A&ated~7-26'=77^

Notice No. 23, SI MRule No. 75-2(c): Replace Junction box cover on hoist motor.
(57.12-32M) Abated 7-26-77.

Notice No. 24, Section 63-25-2, NMSA: Reconnect ground wires on surface cap magazine.
(57.6-20U)M) Abated 7-26-77.

Notice No. 25, Section 63-28-9, NMSA: Irmobilize surface explosives magazine.
Abated 7-26-77-

Notice No. 26, Section 63-25-2, NMSA: Ground surface explosives magazine. (57.6-20(e)M)
Abated 7-26-77-

Notice No. 27, SIM Rule No. 71-1(c): Remove used oil from open container outside
compressor room. (57.4-4M) Abated 7-26-77.

'Notice No. 28, SIM Rule No. 71-l(c): Provide a "no smoking" or "open flame" sign
for surface oil storage area. (57.4-2M) Abated 7-26-77.
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Notice No. 29, SIM Rule No. 71“l(c): Provide a "no smoking" or "open flame" sign
at diesel fueling area. (57.A-2M) Abated 7-26-77.

Notice No. 30, SIM Rule No. 71-1(c): Secure compressed gas cylinders at surface
storage area. (57.16-5M) Abate by 8-2r,77.

Notice No. 31, Section 63-28-16, NMSA: Guard protruding shaft on emergency hoist
motor. (57.1^-lM) Abate by 8-2-77.

Notice No. 32, SectIon,63-28-l6, NMSA; Guard fan pulleys on surface standby generator. 
(57.1^-lM) Abate by 8-2-77..

Notice No. 33, SIM Rule No. 75-2(c); Provide a junction box cover on panel In surface 
standby generator building. (57.12-32M) Abate by 8-2-77.

Notice No. 34, Section 63-4-12, NMSA: Guard two light bulbs pn 1-5 level near
station. (57.12-34M) Abate by 8-2-77.

Notice No. 35', Section 63-28-9, NMSA; Provide a dust control device for the 1-5 
shop grinder. Abate by 8-2-77.

Notice No. 36, SIM Rule No. 71-1(c): Provide a bonnet above cage when riding or 
working on top of cage. (57.19-45M) Abate by 8-9-77.

Notice No. 37, Section 63-28-I6, NMSA: Provide a guard for the left side of the
long hole machine. (57.14-lM) Abate by 8-9-77.

Notice No. 38, SIM Rule No. 71-1(c): Provide a metal cabinet for spray paint and
other flammables in surface warehouse. (57.4-4M) Abate by 8-9-77.

Notice No. 39, Section 63-28-16, NMSA; Guard universal coupling on hoist motor.
(57.14-1M) Abate by 8-2-77.

Not I ce ,No. S1^ Rule No. 74-3(c); Provide escape route signs for the 1-5 level.
(57.H-53M) Abate by 8-2-77.

Notice No. 41, Section 63-27“9(b), NMSA; Provide an insulating mat under electric 
control panel in the 1-5 shop. (57.12-20M) Abate by 8-2-77.

The notices 'I ssued were discussed wl th Messrs. Magana and Logs^n, after the Inspection 
was completed.

. ACKNOWLEDGMENT
The courtesy and cooperation extended throughout and after the Inspection are 
hereby gratefully acknowledged.

Inspected and Reported by; 
Earl Roney
Deputy Inspector of Mines

Approved

JOE D. LONGA
State Inspector ol
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SAFETY 6 CHECKUP

REPORT OF INSPECTION

^1T\ O-tL/lx-co Xly 

■S . ^y\

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

l.D. No. 2901571 - Hope Mine
(Ranchers Exploration and Develpment Corp.)

(Name) { Mine }
Typed April 6, 1977 
March 29, 1977

(Date of Inspection)

Uranj urn.........................
(Classification of Mine)

McKfn.ley
(County in which located)

A, Dl.ffjp, SMPRrJ.nteadpnt............
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted:

GENERAL IN FORMAT I

Date of previous Inspection: January 21, 1977

The operation Is located In Poison Canyon some 12 miles northwest of Grants, New 
Mexico. The operation Is owned and operated by Ranchers Exploration and Develop
ment Corporation. The above named operation was formerly operated by Kop-Ran 
Development Corporation.

Employment:
Total 25
Underground 22
Surface 3

Work Schedule:
Hours per day 8 
Shifts per day 2 
Days per week 5

Lost-time injuries to date: none

Mine telephone: 287-7012

Company Officials:
David Imrie, Superintendent (temporarily) 
Humberto Gonzales, Walker 

—Tlm-Hur_ley-,-Englneer
Paul Matthews, (General Manager

Type of operation: modified room S pillar

Fire drill: January 24, 1977

FIrst-ald training to date: 70^

Inspection Party: Ranchers Exploration and Development Corp.
A. Dlffle, Superintendent

State of New Mexico
Lorenzo Martinez, Deputy Inspector of Mines

JOE D. LONGACRE, SR.
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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HOIST

The emergency holist Is a Vulcan hoist, 75 HP, volts, 3 phase, 1 speed, 1,160 
RPM, low speed 166 RPM, high speed 280 RPM, 12,600 lbs. weight, non-rotating 8x17 
7/8 cable, Adalily log Is kept on the hoist. The headframe Is 5^ feet and It Is 

feet from the collar of the shaft to the center of the sheave wheel. An 
Ingersoll Rand, 2 drum, 550 volts, 150 HP hoist has been constructed. This Is the 
permanent hoist, as It has been Installed and is In use. It has a inch non-rotating 
cable and a 7/8 cable on thfe counter balance. All the safety devices on thfe hofcst and 
safety dogs on the cage are In good working cdidltlon,

A second emergency hoist has been Installed at the new vent hole. The hoist Is a 
Vulcan ()enver hoist and Is operated by a 30 HP, AI r motor made by Compressed Air 
Products, Model 52$. The hoist has a 3/^ non-rotating cable. The Bullet can carry 
three men. The headframe is ^0 feet high and the vent hole Is 410 deet deep.

SHAFT

The shaft, at the time of this Inspection, Is down to 470 feet. It Is 8 feet in 
diameter and cased with,, steel tunnel jiner, A 60 foot long, 8'x8', pump room has 
been driven at the 363 foot level. Two pumps will be Installed I-60 HP and l-40 HP, 
each .-^capable of pumping 200 gallons of water per minute,

ELECTRICITY

Electricity Is generated by a 300 KVA, 430 volts, three phase. Climax generator. The 
generator Ispoweire'd by propane,

t

VENTILATION

Ventilation JsS the shaft Is supplied by a 50 HP Joy fan and a 42 inch In diameter 
vent hole, 240 feet from the shaft. A drift has been driven between the shaft and 
the vent hole. The north and south run around and the shpp area have been completed, 
also a decline has been completed to the bottom of the shaft for cleaning purposes.
The fan provi ded slome 457000^fiTfi;

Air readings were taken throui^out the mine and the results are as follows;

205 east drift some - 5,000 c,f.m,
400 drift some - 6,000 c.f.m.

.300 drift s'ome - 5,000 c.f.m.
'500*drift raRe,dvTag^d

FIRST-AID

I -IFIrst-ald equipment consists of an .ambulance, stretchers, blankets and a first-ald 
kit, A notice was Issued for stretcher for laiderground.

DIESEL

Two'.-dlesel units were checked for CO and NO2 and exhaust temperatures. The results are 
as follows;

Elmco loader No. 2, temperature - 115° F, CO - 15 15 P.P.M., NO2 - 2 P.P.M.
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Jarvis loader No. 3, temperature - 115® F, CO - 10 P.P.H., NO^ - 2 P.P.M.

ABATEMENT;; OF NOTICES ISSUED 1-21-77 

Notice No. 7, Section 63-2&-S, NMSA; (57.11-12M) Abated 3-29-77

Notice No. 8, Section 63-28-6, NMSA; (57.3-22M) Abated 3-29-77

Notice No. 9, Section 63-28-6, NMSA; (57.3-22H) Abated 3-29-77

ORDER ISSUED 3-29-77

Order No. I, Section 63-26-4, NMSA; Ventilation shall be provided In 500 drift at 
all times. (Red Tagged) Abate by 4-5-77

NOTICES ISSUED 3-29-77

Notice No. I SIM Rule No. 71-l(c); Power cable shall be covered in main surface 
shop. (Stumbling Hazard) (57.12-llM) Abated 3-29^77

Notice No. 2, Section 63-28-9, NMSA; Ventilation bag shall be 30 feet from face In 205 
east drift. Abated 3-29-77

Notice No. 3, Section 63-28-17, NMSA; Glasses shall be provided for employee working 
In 400 drift and shall wear them wheneveri" In or aroimd the mine or plant. (57. 15-4m) 
Abated 3-29177

Notice No. 4, Section 63-28-6, NMSA; Additional ground support shall be p; vided 
on ribs In 300 drift. (57.3-22M) Abate by 4-5-77

Notice No. 5, Section 63-28-20, NMSA; Stretchers shall be provided for underground 
working areas. (57.15-lM) Abate by 4-5-77

Notice No. 6, Section 63-28-6, NMSA; Scaling shall be provided In decline drift. 
(57.3-22M) Abate by“4-5^77~

At the conclusion of the Inspection, all notices were diccussed with Mr. A. Dlffle, 
Superlnten dent.

ACKNOWLEDGMENT

The courtesy and cooperation extended are hereby gratefully ackncMiedged.

.Inspected and Reported by; 
Lorenzo Martinez 
Deputy Inspector of Mines Approved ^

DE D. LONGi^RE. SR.
State Inspector of Mines
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SAFETY & CHECKUP

>Hnv

a
SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

REPORT OF INSPECTION

l.D. No. 2901571 “ Hope Mine Typed April 6, 1977
(Ranchers Exploration and Develpment Corp.) r Mine 'IMarch 29, 1977

(Name) / (Date of Inspection)

Uranium......................... McKIn.ley....................... A, Dj.ff{e,.SMPftrJ.nteo.deDt...............................
(Classification of Mine) (County in which located) (Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted:

GENERAL INFORMATION

Date of previous Inspection: January 21, 1977

The operation Is located In Poison Canyon some 12 miles northwest of Grants, New 
Mexico. The operation Is owned and operated by Ranchers Exploration and Develop
ment Corporation. The above named operation was formerly operated by Kop-Ran 
Development Corporation.

Employment: Company Officials:
Total 25 David Imrle, Superintendent (temporarily)
Underground 22 Humberto Gonzales, Walker
Surface 3 _____________ Tlm-Hur-ley-,-Engineer

Paul Matthews, General Manager
Work Schedule:

Hours per day 8 Type of operation: modified room & pillar
Shifts per day 2
Days per week 5 Fire drill: January 2i», 1977

Lost-time Injuries to date: none FIrst-ald training to date: 70^

Mine telephone: 287-7012

Inspection Party: Ranchers Exploration and Development Corp.
A. Dlffle, Superintendent

State of New Mexico
Lorenzo Martinez, Deputy Inspector of Mines

JOE D. LONGACRE, SR.

State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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' HOIST

The emergency hoist Is a Vulcan hoist, 75 HP, ^^0 volts, 3 phase, 1 speed, 1,160 
RPM, lew speed 166 RPM, high speed 280 RPM, 12,600 lbs. weight, non-rotating 8x17 
7/8 cable. Ad^j.ly log Is kept on the hoist. The headframe is 5k feet and It Is 
47 feet from the collar of the shaft to the center of the sheave wheel. An 
Ingersoll Rand, 2 drum, 550 volts, 150 HP hoist has been constructed. This Is the 
permanent hoist, as It has been Installed and Is In use. It has a Inch non-rotating 
cable and a 7/8 cable on th^ counter balance. All the safety devices on the hofcst and 
safety dogs on the cage are In good working cOTdltlon,

A second emergency hoist has been Installed at the new vent hole. The hoist Is a 
Vulcan Denver hoist and Is operated by a 30 HPi Air motor made by Compressed Air 
Products, Model 52$. The hoist has a 3/k non-rotating cable. The Bullet can carry, 
three men. The headframe is kO feet high and the vent hole Is ^10 deet deep.

SHAFT

The shaft, at the time of this Inspection, Is down to kJO feet. It Is 8 feet in 
diameter and cased withH steel tunnel liner, A 60 foot long, 8'x8', pump room has 
been driven at the 363 foot level. Two pumps will be installed I-60 HP and 1-I»0 HP, 
each .^capable of pumping 200 gallms of water per minute,

ELECTRICITY

Electricity Is generated by a 300 KVA, 480 volts, three phase. Climax generator. The 
generator Ispoijre[re'd by propane,

VENTILATION

Ventilation Jss the shaft is supplied by a 50 HP Joy fan and a 42 inch In diameter 
vent hole, 240 feet from the shaft, A drift has been driven between the shaft and 
the vent hole. The north and south run around and the shop area have been completed, 
also a decline has been completed to tlje bottom of the shaft for cleaning purposes.
The fan provlded sbnie'457000^f;nu

Air readings were taken throu^out the mine and the results are as follows:

‘ 205 east drift some - 5,000 c,f.m,
400 drift some - 6,000 c.f.m.
300 drift ^iome - 5,000 c.f.m,
500 drift ssRedv'Tagged

riRST-AID

M t »Flrst-ald equipment consists of an ,ambulance, stretchers, blankets and a first-ald 
k|)t. A notice was issued for stretcher for underground.

DIESEL

Twovdlesel units were checked for CO and NO, and exhaust temperatures. The results are 
as follows:

Elmco loader No. 2, temperature - 115° F, CO - 15 15 P.P.M., NO2 - 2 P.P.M.
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Jarvis loader No. 3» tenperature - 115® F, CO - 10 P.P.M., NO^ - 2 P.P.M.

ABATEMENT^ OF NOTICES ISSUED 1-21-77 

Notice No. 7, Section 63-28-5, NMSA; (57.11-12M) Abated 3-29-77

Notice No. 8, Section 63-28-6, NMSA; (57.3-22M) Abated 3-29-77

Notice No. 9, Section 63-28-6, NMSA; (57.3-22M) Abated 3-29-77

ORDER ISSUED 3-29*77

Order No. 1, Section 63-26-4, Nt^A; Ventilation shall be provided In 500 drift at 
all times. (Red Tagged) Abate by 4-5-77

NOTICES ISSUED 3-29*77

Notice No. 1 SIM Rule No. 71-l(c); Power cable shall be covered In main surface 
shop. (Stunbling Hazard) (57.12-llM) Abated 3*29t77

Notice No. 2, Section 63-28-9, NMSA; Ventilation bag shall be 30 feet from face In 205 
east drift. Abated 3-29-77

Notice No. 3, Section 63-28-17, NMSA; Glasses shall be provided for employee working 
In 400 drift and shall wear them whenever/ In or around the mine or plant. (57»I5-4M) 
Abated 3*29177

Notice No. 4, Section 63-28-6, NMSA; Additional ground support shall be p: vlded 
on ribs In 300 drift. (57.3-22M) Abate by 4-5-77

Notice No. 5, Section 63-28-20, NMSA; Stretchers shall be provided for underground 
working areas. (57.15-lM) Abate by 4-5*77

Notice No. 6, Section 63-28-6, NMSA; Scaling shall be provided In decline drift. 
(57.3-22M) Abate by 4-5-77 ^

At the conclusion of the Inspection, all notices were diccussed with Mr. A. DIffle, 
Superintendent.

ACKNOWLEDGMENT
r

The courtesy and cooperation extended are hereby gratefully acknowledged.

.Inspected and Reported by: 
Lorenzo Martinez 
Deputy Inspector of Mines Approved

acr
)E D. LONG/^RE. SR.
State Inipector of Minei



S((
f^MCHEHS EXPLORA TION AND DEVELOPMENT CORPORA TLON
HOPE MINE / P 0 BOX 1210 / GRANTS, N M 87020 / TELEPHONE (505)876-2289

March 14, 1977
keciiv^®

NOTICE

Anyone caught without proper eye protection and hearing pro-
\)

tection will receive one verbal warning first offense, one 

written warning second offense, one 3 day lay off third of

fense, and the forth offense shall be a mandatory termination.

Arbie B. Diffie 

•- —Mine—Superintendent '
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JOE D LONGACRE, SR 
STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N E„ SUITE 106 
ALBUQUERQUE, NEW MEXICO.87107

Ul-^

SAFETY & CHECKUP

REPORT OF INSPECTION

IMa'. r

'Y^eS^.

SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

1. D. No. 2901571 - Hope Mine
(Ranchers Exploration and Developnent Corp.)

(Name) {
Mine

r
Typed January 24, 1977 

anuary 17, 1977

(Date of Inspection)

UranIurn
(Classification of Mine)

McKinley
(County in which located)

TIm H ur1ey, En gI nee r
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted

GENERAL INFORMATION

Date of previous Inspection; Decenfcer 6, 1976

The operation is located In Poison Canyon some 12 miles northwest of Grants, New 
Mexico. The operation is owned and operated by Ranchers Exploration and Develop
ment Corporation. The above named operation was formerly operated by Kop-Ran 
Development Corporation.

Enployment;
Total 32
Underground 14

Work Schedule:
Hours per day 8
Shifts per day 2
Days per week 5

Dire drill: August 11, 1976

First-aid training to date: 70^

Company Officials;
David Imrle, Superintendent (temporarily) 
Hunfcerto Gonzales, Walker

— -TT m-Hurleyy-Engl neei--------——.......................
Paul A. Matthews. General Manager

Type of operation: modified room & pillar

Lost-time Injuries to date: none

Inspection Party; Ranchers Exploration and Development Corp.
David Imrie, Superintendent 
Tim Hurley, Engineer

State of New Mexico
Manuel Duran, Deputy Inspector of Mines

JOE D. LONGACRE. SR.
* State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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HOIST

The emergency hoist Is a Vulcan hoist, 75 HP, kkO volts, 3 phase, 1 speed, 1,160 
RPM, low speed 166 RPM, high speed 280 RPM, 12,600 lbs. weight, non-rotating 8x17 
7/8 cable. A dally log Is kept on the hoist. The headframe Is 5^ feet and It Is 
I»7 feet from the collar of the shaft to the center of the sheave wheel. An 
Ingersoll Rand, 2 drum, 550 volts, I50 HP hoist has been constructed. This Is the 
permanent hoist, as It has been Installed and Is In use. It has a Inch non-rotating 
cable and a 7/8 cable on the counter balance. All the safety devices on the hoist 
and safety dogs on the cage are In good working condition.

A second emergency hoist has been Installed at the new vent hole. The hoist Is a 
Vulcan Denver hoist and Is operated by a 30 HP. Air motor made by Compressed Air 
Products, Model 526. The hoist has a 3/^ non-rotating cable. The Bullet can carry 
three men. The headframe Is 40 feet high and the vent hole Is AlO feet deep.

SHAFT

The shaft, at the time of this Inspection, Is down to 470 feet. It Is 8 feet In 
diameter and cased with steel tunnel liner. A 60 foot long, 8'x8', pump room has 
been driven at the 363 foot level. Two pumps will be Insalled I-60 HP and l-40 HP, 
each capable of pumping 200 gallons of water per minute. The si usher trench has 
been cut and concreted and Is In operation.

The

ELECTRICITY

Electricity Is generated by a 300 KVA, 430 volts, three phase, Climax generator, 
generator Is pcni/ered by propane.

VENTILATION

Ventilation In the shaft Is supplied by a 50 HP Joy fan and a 42 Inch In diameter 
vent hole, 240 feet from the shaft. A drift has been driven between the shaft and 
the vent hole. The north and south run around and the shop area have been completed, 
also a decline has been compIeted~to~the~b'oftonr^f'th”e~"shTaft~fbr cleaning purposes. 
The fan provided some 45,000 c.f.m.

FIRST-AID

FIrst-ald equipment consists of an ardiulance, stretchers, blankets and a first- 
aid kit.

COMMUNICATION
A two-way radio Is used for communication.

DIESEL

Two (2) diesel units were Inspected and found not to be In compliance with the 
New Mexico Mine Safety Code, Rule No. 12 of the Rules Governing Diesel Equipment 
In Underground Mines for the State of New Mexico.

Elmco loader No. 2, temperature - 92“F, CO - 30 P.P.M., NO2 “ 10 P.P.M.

Jarvis loader No. 3, temperature - 70"F, CO - 10 P.P.M.^ NO2 - 7 P.P.M.
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ABATEMENT OF NOTICES ISSUED 12-6-77 

Notice No. 2, Section 63-28-16, NMSA; (57.H-1M) Abated 1-17-77.

Notice No. 3, SIM Rule No. 71-1(c); (57.16-6M) Abated 1-17-77.

Notice No. 4, SIM Rule No. 71-1(c); (57.16-5M) Abated 1-17-77.

Notice No. 5, Rules and Regulations Effective In the Uranium Mining Areas, Paragraph 
No. 9; Abated 1-17-77.

Notice No. 6, Section 63-28-1, NMSA; (57.3-20M) Abated 1-17-77.

NOTICES ISSUED 1-17-77

Notice No. 1, SIM Rule No, 71-1(c): The Black and Decker hand drill In the shop
shall have the locking button removed from the switch, (57.1^-lOM) Abated-1-17-77.

Notice No. 2, Rules and Regulations Effective In the Uranium Mining Areas, Para§r^ph 
No. 1(a): The mines In 1 south off of 1 east shall be provided with a roofjack or
safety stull. Abated 1-17-77. .

Notice No. 3, Section 63-28-,NMSA: The roofbolts In 2 south off of 1 east shall
be retlghte^d. (57.3-20M) Abated 1-17-77.

Notice No. A, Section 63-28-1, NMSA; The roofbolts from 2 south to the face of 
i east shall be retlghtened. (57.3-20M) Abated 1-17-77.

Notice No. 5# SIM Rule No, 71-1(c): Elmco loader No, 2 shall be provided with a
fire extinguisher. (57.A-23M) Abated 1-17-77.

Notice No. 6, Section 63-28-16, NMSA: The walkway over the si usher trench shall
be provided with a handrail. (57.H-2M) Abate by 1-2^-77.

Notice No. 7. SIM Rule No, 71-r(c)l Cates shall be provided at the station off, 
of the shaft. (57.19-IOOM) Abate by 1-24-77.

Notice No. 8, Rules Governing Diesel Equipment In Underground Mines for the State 
of New Mexico: Elmco loader No. 2 shall have the nitrogen dioxide (NO2) content ,
reduced to permissable working P.P.M. by volume (red tagged). Abate by I-I7-77,.

Notice No. 9» Rules Governing Diesel Equipment In Underground Mines for the State 
of New Mexico: Jarvis loader No. 3 shall have the nitrogen dioxide (NO2) content 
reduced to permissable working P.P.M. by volume (red tagged). Abate by 1-17-77.

At the conclusion of the inspection, all notices were discussed with Messrs. 
Imrie, Superintendent and Hurley, Engineer.

ACKNOWLEDGMENT

_The courtesy and cooperation extended are hereby graje^ully acknowledged^

Inspected and Reported by: 
Manuel Duran
Deputy Inspector of Mines

Approved

)E D. LONGACREySR.
State Inspector of Kfinei

A -
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SAFETY FIRST

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

SAFETY & CHECKUP

REPORT OF INSPECTION

I.D. No. 2901571 - Hope Mine Typed March 7, 1977
Ranchers Exploration and Development Corporationf Mine 'i February 21, 1977

(Name) ^ J (Date of Inspection)

...UraniMiTi................. ..McKlale.y.............. . .TIra Hurley., Engineer...............................
(Classification of Mine) (County in which located) (Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted

GENERAL INFORMATION

Date of previous inspection; January 17, 1977

The operation is located in Poison Canyon some 12 miles northwest of Grants, New 
Mexico. The operation is owned and operated by Ranchers Exploration and Development 
Corporation. The above mentioned operation was formerly operated by Kop-Ran 
Development Corporation.

Employment: Company Officials:
Total 27 Arbie Diffie, Superintendent
Underground 16 Bill Green, V'/alker
Surface 11 - ------Tim-Hurley,"Engi neei-------------------

Paul Matthews, General Manager
Work Schedule;

Hours per day 8 Mine telephone: 287-7012
Shifts per day 2
Days per week 5 Type of operation: modified room and pillar

Fire drill was held January A, 1977 Lost-time injuries to date: none

First-aid training to date: 70?

Inspection Party: Ranchers Exploration and Development Corporation
Arbie Diffie, Superintendent 
Tim Hurley, Engineer

State of New Mexico
Lorenzo Martinez, Deputy Inspector of Mines

JOE D. LONGACRE, SR.*
State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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HOIST

The emergency hoist Is a Vulcan hoist, 75 HP, volts, 3 phase, 1 speed, 1,160 
RPM, low speed 166 RPM, high speed 280 RPM, 12,600 lbs, weight, non-rotating 8x17 
7/8 cable. A dally log Is kept on the hoist. The headframe Is 5^ feet and it Is 
A7 feet from the collar of the shaft to the center of the sheave wheel. An 
Ingersoll Rand, 2 drum, 550 volts, I50 HP hoist has been constructed. This is the 
permanent hoist, as It has been Installed and is in use. It has an Inch non-rotating 
cable and a 7/8 cable on the counter balance. All the safety devices on the hoist 
and safety dogs on the cage are in good working condition.

A second emergency hoist has been installed at the new vent hole. The hoist Is a 
Vulcan Denver hoist and Is operated by a 30 HP. Air motor made by Compressed Air 
Products, Model 526. The hoist has a 3/^ non-rotating cable. The Bullet can carry 
three men. The headframe is 40 feet high and the vent hole is 410 feet deep.

SHAFT

The shaft, at the time of this Inspection, is down to 470 feet. It is 8 feet in 
diameter and cased with steel tunnel liner. A 60 foot long, 8'x8‘ pump room has 
been driven at the 363 foot level. Two pumps will be Installed I-60 HP and 1-AO HP, 
each capable of pumping 200 gallons of water per minute. The company Is now driving 
drifts,

ELECTRICITY

Electricity is generated by a 300 KVA, 480 volts, three phase. Climax generator, 
the generator Is powered by propane.

VENTILATION

Ventilation in the shaft is supplied by a 50 HP Joy fan and a 42 inch in diameter 
vent hole, 240 feet from the shaft. A drift has been driven between the shaft and 
the vent hole. The north and south run around and the shop are have been completed, 
also a decline has been completed_to_the-bottom-of-the~sbaf-t—for—cleaning-purposes. 
The fan provided some 45,000 c.f.m.

FIRST-AID

First-ald equipment consists of an ambulance, stretchers, blankets and a first-aid 
kit. The nearest doctor is in Grants, New Mexico.

COMMUNICATION

Regular telephones are used for communication,

DIESEL

Two diesel units were Inspected and found not to be In compliance v;ith the Ne'W Mexico 
Mine Safety Code, Rule No, 12 of the Rules Governing Diesel Equipment in Underground 
Mines for the State of New Mexico.

Eimco loader No. 2, temperature - 110° F,; CO - 20 PPM; NO2 - 1 PPM 
Jarvis loader No, 3, temperature - IQO® F,; CO - 20 PPM; NO2 - 2 PPM
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VENT IUTI ON

Air readings were taken throughout the mine and the results are as follow:
311 drift - some 6,000 c.f.m.
312 drift - some 6,000 c.f.m.
200 drift - some 8,000 c.f.m,
204 drift “ some 6,500 c.f.m,
202 drift - some 7,000 c.f.m.

ABATEMENT OF NOTICES ISSUED 1-17-77

Notice No. 6, Section 63-28-I6, NMSA; (57.11-2M) Abated 2-21-77.

Notice No. 7, SIM Rule No. 71-l(c); (57.19-100M) Abated 2-21-77.
*

Notice No. 8, Rules Governing Diesel Equipment in Underground Mines for the State 
of New Mexico; Abated 2-21-77.

Notice No. 9, Rules Governing Diesel Equipment in Underground Mines for the State 
of New Mexico;Abated 2-21-77.

NOTICES ISSUED 2-21-77

Notice Ho. 1, SIM Rule No. 71”l(c): Blasting line shall be rehung and insulated in
311 drift. (57.6-122M) Abated 2-21-77.

Notice No. 2, SIM Rule No, 71“l(c): Blasting line shall be rehung and insulated
in 204 drift.' (57.6-122M) Abated 2-21-77.

Notice No. 3, SIM Rule No. 74-4(c): A self-rescue shall be provided for employee
in 202 drift. (57.18-28M) Abated 2-21-77.

Notice No. 4, Section 63-28-9.,_NMSA:__V.enti-lati-on_bag_shal-l-be-wUhin-^0-feet-of
face in 202 drift. Abated 2-21-77.'

Notice No, 5» SIM Rule No, 71“l(c); Blasting line shall be rehung and insulated 
in 200 drift. (57.'6-122M) Abated 2-21-77.

Notice No. 6, Section 63-28-I6, NMSA: A cover guard shall be provided next to fan
belts on 911 loader. (57.14-IM) Abated 2-21-77.

Notice No. 7, Section 63-28-5, NMSA: A cover guard next to cage on 1-4 level shall
be provided. (57.11-1211) Abate by 2-28-77.

Notice No. 8, Section 63-28-6, NMSA; Additional ground support shall be provided in 
204 drift. (57.3-22M) Abate by 2-28-77.

Notice No. 9, Section 63-28-6, NMSA; Additional ground support shall be provided in 
sump incline. (57.3-22M) Abate by 2-28-77.

At the conclusion of the inpsection, all notices were discussed with Messrs. Diffie, 
Superintendent; and Hurley, Engineer.
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ACKNOWLEDGEMENT

The courtesy and cooperation extended are hereby gratefully acknowledged.

Inspected and Reported by:
Lorenzo Martinez
Deputy Inspector of Mines Approvei

. JOE D LONGAd^E. SR.
State Inspector of Mines
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JOE D LONGACRE, SR 

STATE INSPECTOR OF MINES

STATE OF NEW MEXICO
INSPECTOR OF MINES DEPARTMENT

2340 MENAUL, N.E , SUITE 106 
ALBUQUERQUE, NEW MEXICO 87107

CHv-(

SAFETY & CHECKUP
REPORT OF INSPECTION

SAFETY FIRST

rih

OFFICE TELEPHONE 842-3055 
RESIDENCE PHONE 344-1129

I.D. No. 2901571 “ Hope Mine
Ranchers Exploration and Development Corporation

(Name) { Mine
Typed March 7, 1977 
I February 21, 1977
} (Date of Inspection)

U.r.aniMm...................
(Classification of Mine)

...McKiale.y . ...
(County in which located)

....lira Hurley.^.Engineer..................
(Company representative present at inspection)

Pursuant to the Mining Laws of the State of New Mexico, Section 63-4-8, an inspection, as designated above, has been made. During this 
inspection the following was noted-

GENERAL INFORMATION

Date of previous inspection: January 17, 1977

The operation is located In Poison Canyon some 12 miles northvfest of Grants, New 
Mexico. The operation is owned and operated by Ranchers Exploration and Development 
Corporation. The above mentioned operation was formerly operated by Kop-Ran 
Development Corporation.

Employment:
Total 27
Underground 16
Surface 11

Work Schedule:
Hours per day 8
Shifts per day 2
Days per week 5

Fire drill was held January A, 1977

Flrst-ald training to date: 70^

Company Officials:
Arble DIffle, Superintendent 
Dill Green, Walker

■ Tim Hurleyv“EngIneei-------------------
Paul Matthews, General Manager

Mine telephone: 287-7012

Type of operation: modified room and pillar

Lost-time Injuries to date: none

Inspection Party: Ranchers Exploration and Development Corporation
Arble Dlffie, Superintendent 
Tim Hurley, Engineer

State of New Mexico
Lorenzo Martinez, Deputy Inspector of Mines

JOE D. LONGACRE, SR.0

State Inspector of Mines

ONE COPY OF THIS REPORT SHALL BE POSTED IN A CONSPICUOUS PLACE AT THE MINE
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HOIST

The emergency hoist Is a Vulcan hoist, 75 HP, kkO volts, 3 phase, 1 speed, l,l60 
RPM, lew speed 166 RPM, high speed 280 RPM, 12,600 lbs. weight, non-rotating 8x17 
7/8 cable. A dally log Is kept on the hoist. The headframe Is 5k feet and it is 
kj feet from the collar of the shaft to the center of the sheave wheel. An 
Ingersoll Rand, 2 drum, 550 volts, I50 HP hoist has been constructed. This Is the 
permanent hoist, as It has been Installed and Is in use. It has an Inch non-rotating 
cable and a 7/8 cable on the counter balance. All the safety devices on the hoist 
and safety dogs on the cage are in good working condition.

A second emergency hoist has been Installed at the new vent hole. The hoist Is a 
Vulcan Denver hoist and Is operated by a 30 HP. Air motor made by Compressed Air 
Products, Model 526. The hoist has a 3/k non-rotating cable. The Bullet can carry 
three men. The headframe Is 40 feet high and the vent hole Is ^10 feet deep.

SHAFT

The shaft, at the time of this Inspection, Is down to ^*70 feet. It Is 8 feet In 
diameter and cased with steel tunnel liner. A 60 foot long, 8'x8' pump room has 
been driven at the 363 foot level. Two pumps will be Installed I-60 HP and 1-AO HP, 
each capable of pumping 200 gallons of water per minute. The company Is now driving 
drifts.

ELECTRICITY

Electricity Is generated by a 300 KVA, kSO volts, three phase. Climax generator, 
the generator Is powered by propane.

VENTILATION

Ventilation In the shaft is supplied by a 50 HP Joy fan and a kZ inch in diameter 
vent hole, ZkO feet from the shaft. A drift has been driven between the shaft and 
the vent hole. The north and south run around and the shop are have been completed, 
also a decline has been completed_to_the-bottom of—the-shaf-t—for-cleanlng-pur-poses. 
The fan provided some ^5,000 c.f.m.

FIRST-AID

FIrst-ald equipment consists of an ambulance, stretchers, blankets and a first-aid 
kit. The nearest doctor Is In Grants, Uev-/ Mexico.

COMMUNICATION

Regular telephones are used for communication.

DIESEL

Two diesel units were Inspected and found not to be in compliance v;ith the New Mexico 
Mine Safety Code, Rule No. 12 of the Rules Governing Diesel Equipment In Underground 
Mines for the State of New Mexico.

Elmco loader No. 2, temperature - 110° F.; CO - 20 PPM; NO2 “ 1 PPM 
Jarvis loader No. 3. temperature - 100° F.; CO - 20 PPM; NO2 - 2 PPM
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VENTILATION

Air readings were taken throughout the mine and the results are as follow;

311 drift - some 6,000 c.f.m.
312 drift - some 6,000 c.f.m.
200 drift - some 8,000 c.f.m.
204 drift - some 6,500 c.f.m.
202 drift - some 7»000 c.f.m.

ABATEMENT OF NOTICES ISSUED 1-17-77

Notice No. 6, Section 63-28-16, NMSA; (57.11-2M) Abated 2-21-77.

Notice No. 7, SIM Rule No. 71-1(c); (57.19-100M) Abated 2-21-77.

Notice No. 8, Rules Governing Diesel Equipn^nt In Underground Hines for the State 
of New Mexico; Abated 2-21-77.

Notice No. 9, Rules Governing Diesel Equipment In Underground Mines for the State 
of New Mexlcp;Abated 2-21-77.

NOTICES ISSUED 2-21-77

Notice No.' 1, SIM Rule No. 71-1(c); Blasting line shall be rehung and insulated In 
311 drift. (57.6-122H) Abated 2-21-77.

Notice No.' 2, SIM Rule No. 71-1(c): Blasting line shall be rehung and insulated
in 204 drift. (57.6-122M) Abated 2-21-77.

Notice Mo. 3, SIM Rule No. 74-4(c): A self-rescue shall be provided for employee
In 202 drift.' (57.18-28M) Abated 2-21-77.

Notice No. 4, Section 63-28-9_, NMSAj_J/_ent.Llatlon_.bag_shall_be-wi-tlvin—30_feet--of 
face In 202 drift. Abated 2-21-77.'

Notice No. 5» SIM Rule No. 71"l(c): Blasting line shall be rehung and insulated
in 200 drift. (57.6-122M) Abated 2-21-77.

Notice No. 6, Section 63-28-16, NMSA: A cover guard shall be provided next to fan
belts on 911 loader. (57.14-lM) Abated 2-21-77.

Notice No. 7, Section 63-28-5, NMSA: A cover guard next to cage on 1-4 level shall
be provided.' (57.11-12M) Abate by 2-28-77.

Notice No. 8, Section 63-28-6, NMSA: Additional ground support shall be provided In
204 drift. (57.3-22M) Abate by 2-28-77.

Notice No. 9» Section 63-28-6, NMSA: Additional ground support shall be provided In
sump Incline. (57.3-22M) Abate by 2-28-77.

At the conclusion of the inpsectlon, all notices were discussed with Messrs. Diffle, 
Superintendent; and Hurley, Engineer.
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ACKNOWLEDGEMENT

The courtesy and cooperation extended are hereby gratefully acknowledged.

inspected and Reported by; 
Lorenzo Martinez 
Deputy Inspector of Mines Approved,.

. JOE D LONGACRE. SR.
State Inipector of Mmei



RANCHERS EXPLORA TION AND DEVELOPMENT CORPORA TION
Box 6217 / 1776 Montano Road, N W / Albuquerque, New Mexico 87107 / Telephone (505) 344-3542

March 4, 1977

Mr. Joe.Longacre 
N. M. State Inspector of Mines 
2340 Menaul NE, Suite 106 
Albuquerque, New Mexico 87107

Re:' Hope Mine, S. 19, T. 13 N., R. 9 W.

Dear Joe:

Please be advised that the Hope has now entered the production phase. 
Mr. Arbie Diffie is mine superintendent and is in charge of the pro
perty.

Sincerely,

' A XX ^ 4-^T-TiT»Paul A. Matthews 
Vice President
Operations

PAM:bbh
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